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[1] Quantifying the velocity, volume, and rheology of deep,
slow-moving landslides is essential for hazard prediction and
understanding landscape evolution, but existing field-based
methods are difficult or impossible to implement at remote
sites. Here we present a novel and widely applicable method
for constraining landslide 3-D deformation and thickness by
inverting surface change data from repeat stereo imagery.
Our analysis of La Clapière, an ~1 km2 bedrock landslide,
reveals a concave-up failure surface with considerable
roughness over length scales of tens of meters. Calibrating
the thickness model with independent, local thickness
measurements, we find a maximum thickness of 163 m and
a rheology consistent with distributed deformation of the
highly fractured landslide material, rather than sliding of an
intact, rigid block. The technique is generally applicable to
any mass movements that can be monitored by active or
historic remote sensing. Citation: Booth, A. M., M. P. Lamb,
J.-P. Avouac, and C. Delacourt (2013), Landslide velocity,
thickness, and rheology from remote sensing: La Clapière landslide,
France, Geophys. Res. Lett., 40, 4299–4304, doi:10.1002/grl.50828.

1. Introduction

[2] Slow-moving, deep-seated landslides are the dominant
mechanism of hillslope erosion in many mountainous land-
scapes, transporting large volumes of sediment from small
fractions of the landscape at rates that can vary dramatically
in time [Kelsey, 1980; Mackey and Roering, 2011].
Accurately estimating their velocities, volumes, and strength
or rheological parameters is essential for determining sediment
budgets as well as risks to humans. However, these estimates
are notoriously difficult to make because both surface and
subsurface data are usually limited to point measurements,
for example, in boreholes, and to narrow windows of time.
Here we circumvent these limitations by capitalizing on
high-resolution remote sensing imagery to measure landslide
surface deformation in 3-D and develop a new method to
invert this surface change data for failure plane geometry,
landslide thickness, and rheology.

[3] Previous work has shown that correlation of repeat
aerial stereo optical imagery can generate detailed 3-D sur-
face displacement maps for large, slow-moving landslides
[e.g., Kääb, 2002; Delacourt et al., 2004]. It is also possible
to qualitatively infer landslide failure plane geometry from
measurements of surface displacements [e.g., Carter and
Bentley, 1985; Bishop, 1999], but previous studies lacked
the high-resolution surface change data needed for a com-
plete 3-D reconstruction. Glaciologists have shown that
measurements of glacier velocities and apparent thickness
changes can be used to accurately predict the position of
the glacier’s bed using standard techniques from inverse the-
ory [Rasmussen, 1988; Farinotti et al., 2009; Morlighem
et al., 2011]. In this study, we develop a similar technique
in which we invert the mass conservation equation for land-
slide thickness using a measured 3-D surface deformation
field. The technique requires only surface change data and
the simple assumption that the landslide’s depth-averaged
velocity is a spatially constant fraction of the observed sur-
face velocity. Calibrating the resulting failure plane model
to match one or more local, direct thickness measurement
constrains both landslide rheology and the thickness at all
other locations within the landslide. We apply the technique
to La Clapière landslide, southeastern France, an ~1 km2

bedrock landslide moving at rates averaging several meters
per year, and use the resulting thickness model to determine
the landslide’s volume, rock strength, rheology, and controls
on its slip surface geometry.

2. Thickness Inversion

[4] For a landslide of constant density, conservation of
mass implies that

∂h
∂t

¼ �∇� u– h� �
; (1)

where h is landslide thickness (with units of length, L), t is time
(T), and u is the depth-averaged horizontal landslide velocity
vector (L T�1). Since we can measure surface velocity re-
motely, we make a simplifying assumption, valid for landslides
that are thin relative to their length, thatu ¼ f usurf, where usurf is
the surface horizontal velocity vector (L T�1) and f is a constant
between 0 and 1 that depends on landslide rheology. Although
landslides might have heterogeneous material properties, this is
rarely quantified, and defining f as constant implies that the
landslide’s rheology is spatially uniform so that changes in
thickness alone are responsible for the observed 3-D deforma-
tion field. In the general case of a power law landslide rheology
and slender flow approximation, where shear strain rate is pro-
portional to shear stress raised to an exponent [Booth et al.,
2013], f=1/2 is consistent with a linear vertical velocity pro-
file, f=2/3 with Newtonian viscous flow, 2/3< f< 1 with plug
flow, and f=1 with a rigid sliding block. Assuming that the

Additional supporting information may be found in the online version of
this article.

1Division of Geological and Planetary Sciences, California Institute of
Technology, Pasadena, California, USA.

2Domaines Océaniques, UMR 6538, CNRS-IUEM-UBO, Plouzané,
France.

Corresponding author: A. M. Booth, Division of Geological and
Planetary Sciences, California Institute of Technology, MC 170-25, 1200
E. California Blvd., Pasadena, CA 91125, USA. (bootha@caltech.edu)

©2013. American Geophysical Union. All Rights Reserved.
0094-8276/13/10.1002/grl.50828

4299

GEOPHYSICAL RESEARCH LETTERS, VOL. 40, 4299–4304, doi:10.1002/grl.50828, 2013



elevation of the landslide’s basal surface does not change over
a short interval of time, equation (1) simplifies to

∂z
∂t

¼ �∇� f usurfhð Þ; (2)

where z is the land surface elevation (L). Generally, ∂z/∂t can
be measured by differencing digital elevation models
(DEMs) [e.g., Schwab et al., 2008;DeLong et al., 2012], while
usurf can be measured by correlating orthorectified imagery [e.
g., Delacourt et al., 2007; Debella-Gilo and Kääb, 2012].
[5] Equation (2) can be approximated on a finite difference

grid and written as a system of N linear equations of the form
Ahf = b, where N is the number of pixels in the velocity and
elevation change grids, A is a diagonally dominant matrix
containing the surface velocity data, hf = fh is a vector of
the unknown thicknesses, scaled by f, and b is a vector
containing the change in elevation data (supporting informa-
tion). Here we associate the constant f with thickness, rather
than surface velocity, to highlight the effects of the assumed
rheology on the predicted thickness model, or conversely, the
effect of a known thickness on the inferred rheology. In the
former case, different values of f correspond to different
thickness models, each with the same spatial pattern, but with
a magnitude that scales as f �1. In the latter, at least one inde-
pendently measured thickness can constrain rheology by de-
termining the value of f that results in the best match between
the measured and predicted thicknesses.
[6] This inverse problem can be ill posed and therefore gen-

erally requires regularization to give stable, meaningful results.
We determine the preferred thickness model using second-order
Tikhonov regularization by minimizing the expression

Ahf
�� �bk2þα2

��∇2hf
��2; (3)

where the double brackets indicate the Euclidian norm, and α is
a damping factor that assigns a weight to minimizing the thick-
ness model’s Laplacian such that a higher α results in a smoother
model. To select an appropriate α, we apply the discrepancy
principle, which amounts to determining the smoothest model
that fits the observations within their uncertainties (supporting
information).We use CVX, a program to solve convex optimi-
zation problems [CVX Research, Inc., 2013], to find hf that
minimizes expression (3) subject to the constraints that h≥ 0
everywhere and that h≈ 0 on stable terrain.

3. Study Area: La Clapière Landslide

[7] La Clapière landslide is an ~1 km2 bedrock landslide
located just south of Saint-Etienne-de-Tinée, France
(Figure 1a). We focus on this site because it has been the sub-
ject of numerous geotechnical studies, several of which esti-
mated its thickness at a few point locations. The underlying
bedrock is mainly migmatitic gneiss with foliation that dips
moderately to the NE into the affected hillslope, and a
subhorizontal band of metadiorite (Iglière bar) crosses the
landslide at an elevation of ~1350 m [Follacci, 1987]. The
landslide moves mainly to the SW, cutting across the
foliation and metadiorite bar. The rocks are pervasively
weathered, fractured, and faulted, and a major fault striking
NNE cuts through the main landslide mass (Figure 1a). A
faster-moving subsidiary landslide, which we call the NE
lobe, overrides the upper eastern part of the main landslide,
while a displaced block of material, the NW block, sits high
along the landslide’s western margin.

Figure 1. (a) Photo of La Clapière landslide (from the
Gravitational Landslide Observatory by Geoazur, http://
gravitaire.oca.eu/) taken in 1997, midway through the time
interval analyzed in this study. Paired white arrows indicate
the central fault, which separates the main body of the land-
slide into two independently deforming masses. Dashed out-
lines indicate two morphologic subunits of the landslide
referred to in the main text. (b) The average horizontal sur-
face velocity field and (c) vertical change in elevation field
averaged over the time interval 1995–1999 (section 3).
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[8] The surrounding hillslope contains numerous large ex-
tensional deformation features that initiated with the retreat
of a valley glacier ~13 ka and slowly deformed the slope until
triggering the landslide near the toe of the slope in the 1930s
[Guglielmi and Cappa, 2010]. The landslide grew to approxi-
mately its current areal extent by the 1950s [Guglielmi et al.,
2004] and has since had surface velocities that varied consid-
erably spatially, but averaged several meters per year. We de-
termine the surface velocity and change in elevation fields for
the time period 1995 to 1999 using 1 m resolution digitized
stereo aerial photography (Figures 1b and 1c). The change in

elevation field is the difference between the DEMs constructed
from each stereo pair [Casson et al., 2005] after aligning the
1995 DEM to the 1999 DEM. We estimate the horizontal
surface velocity field by correlating the corresponding
orthorectified images [Delacourt et al., 2004], manually track-
ing several bushes in the NE lobe where coherence between
images is poor, and removing all spurious displacements due
to false correlations near the boundary of the NE lobe.
[9] Previous work has approximated the overall maximum

thickness of La Clapière and determined its thickness at a few
point locations, but no studies have quantitatively predicted

Table 1. Validation of Inversion-Predicted Landslide Thicknesses

Reference Reference Location Reported Thickness (m) This Study, Thickness (m)

Gaffet et al. [2010]a Station 29A 44 ± 8 38 ± 10
Station 29C 78 ± 14 38 ± 13
Station 29D ≈ 66b 80 ± 17

Jomard et al. [2007]c Profile 1 < 30–40 ≈ 10–30
Profile 2 < 20–30 and≈ 90 ≈ 0

Cappa et al. [2004], Guglielmi et al. [2004, 2005], Chemenda et al. [2009] Main landslide < 100–200 < 163 ± 19

aStations 29A, 29C, and 29D located on the upper part of the main landslide (Figure 2).
bApproximate thickness due to limited data, uncertainty not reported.
cProfile 1 traverses the lower part of the NE lobe, and Profile 2 traverses just below the NE lobe.

Figure 2. (a) Predicted landslide thickness, h, and (b) its uncertainty, σh, with thickness contours overlain. In Figure 2a,
points labeled 29A, 29C, and 29D refer to locations from Gaffet et al. [2010] (Table 1). (c, d) Profiles AA′, BB′, and CC′
are shown with no vertical exaggeration and 50 m tick marks on the axes.
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its entire 3-D subsurface geometry. Cross-sectional geometry
[Cappa et al., 2004; Guglielmi et al., 2005] and finite element
simulations [Guglielmi et al., 2004; Chemenda et al., 2009]
suggest that the landslide is a maximum of 100 to 200 m
thick (Table 1). The 3-D displacement field qualitatively sug-
gests a concave-up slip surface [Casson et al., 2005], while
geotechnical investigations indicate that the central fault ac-
commodates differential movement [Follacci, 1987]. On the
lowermost part of the NE lobe, electrical resistivity measure-
ments indicate a bowl-shaped slip surface 20–40 m deep, as
well as a deeper potential failure plane at 90 m [Jomard
et al., 2007]. We use all the above inferences and measure-
ments to evaluate the performance of our thickness inversion
(section 4).
[10] Additionally, resonant frequency analysis of back-

ground seismicity at three stations spaced hundreds of meters
apart on the upper part of the main landslide body suggests
local thicknesses of 44, 66, and 78 m [Gaffet et al., 2010]
(Table 1). Since these measurements are from specific loca-
tions and have rigorously defined uncertainties, we use them
to determine La Clapière’s optimal thickness model and con-
strain its rheology by selecting f that minimizes the misfit be-
tween the inversion-predicted and measured thicknesses at
those locations (section 4).

4. Results

[11] Our optimal thickness model (Figure 2) predicts that
La Clapière has a generally concave-up slip surface with a
maximum depth of 163 ± 19 m (mean ± 1 standard devia-
tion), in agreement with previous estimates of 100–200 m
[Cappa et al., 2004; Guglielmi et al., 2004, 2005;
Chemenda et al., 2009]. This thickness model assumes that
α = 0.16, which satisfies the discrepancy principle (section 2
and supporting information), and f= 0.4, which minimizes
the root-mean-square (RMS) misfit between our thickness
model and the measured thicknesses of Gaffet et al. [2010]

at stations 29A, 29C, and 29 D (Figure 2a and Table 1).
Figure 3 illustrates the effect of a change in either of these pa-
rameters on the misfit as well as on the inferred landslide vol-
ume. So long as α is less than about unity, it does not strongly
affect the estimated volume because it primarily controls the
smoothness of the thickness model and not the average
thickness (supporting information). The volume is quite sensi-
tive to f because this constant directly scales the magnitudes of
the predicted thicknesses (section 2). The uncertainty of the
landslide thickness, σh, estimated with a bootstrapping ap-
proach (supporting information) averages 13m over the extent
of the landslide, but scales with h as σh= (0.188± 0.004)
h+ (1.86± 0.14), reported with 95% confidence bounds.
[12] The thickness model reveals four main landslide sec-

tions with distinct failure plane geometries. The central fault
divides the main body of the landslide into two large sections
(Figure 2d), each with a concave-up slip surface. To the west
of the central fault, the slip surface of the largest section ex-
tends continuously from the exposed head scarp to the land-
slide toe where it infringes on the Tinée River (Figure 2c),
while the eastern section extends from below the NE lobe
of the landslide to the toe and is thinner. The fast-moving
NE lobe, with velocities up to 25 m yr�1, is up to 68 ± 16 m
thick, and the slip surface there forms two main depressions
(Figure 2e). On its toe, calculated thickness decreases in the
downslope direction from the maximum to zero and is similar
to that inferred from electrical resistivity measurements
[Jomard et al., 2007]. The NW block contains a small zone
with a maximum thickness of 62 ± 21 m, which corresponds
to a smaller subsidiary block that moved ~25 m from 1995 to
1999. The remaining portion of the NW block did not move
significantly during the time interval studied, and the inver-
sion shows thicknesses near zero there.
[13] We constrain the volume of the entire active part of La

Clapière from 1995 to 1999 to be 3.81 ± 0.03 × 107 m3. Given
its area of 8.1 × 105 m2, this estimate is in agreement with that
predicted by global landslide volume-area scaling relation-
ships [Guzzetti et al., 2009; Larsen et al., 2010], but is only
~64 to 76% of the previous volume estimates for this land-
slide [Guglielmi et al., 2005; Jomard et al., 2007; Gaffet
et al., 2010]. The discrepancy partly results from the exclu-
sion of the NW block in this study, and from the detailed ge-
ometry of the failure plane revealed by our inverse technique
compared to previous studies.
[14] Detailed knowledge of landslide thickness allows us

to estimate frictional strength of the failure plane from classi-
cal Coulomb friction. To do so, we follow the conventional
method of slices approach for slope stability analysis
[Fellenius, 1936; Selby, 1993, p. 268], which treats the land-
slide as an ensemble of vertical columns in order to calculate
stresses at the landslide’s base. We treat each column of rock
in the 20 m grid independently and resolve its weight into the
normal stress component as Wcosθ/A, where W is weight
[M L T�2], θ is dip angle, and A is the surface area of the col-
umn base [L2], and the shear stress component as Wsinθu/A,
where θu is the dip in the direction of movement. Assuming
no cohesion and no pore water pressure, the ratio of shear stress
to normal stress at the base of each column gives its dry coeffi-
cient of friction, μ = tanϕ, where ϕ is the friction angle. With
this technique and assuming a bulk density of 2700 kg m�3,
ϕ =32°± 1° (mean ±95% confidence interval) averaged over
all columns. Additionally, a landslide’s factor of safety is the
total Coulomb strength of a potential failure surface divided

Figure 3. Contours of predicted landslide volume (solid black
lines) and route mean square misfit between modeled thickness
and observed thickness in Gaffet et al. [2010] (dashed gray
lines) as a function of the damping parameter, α, and the veloc-
ity ratio, f. The star indicates the location of the optimal thick-
ness model, with α given by the discrepancy principle (section
2) and f chosen to minimize the RMS misfit (Table 1).
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by the total shear stress on that surface. Assuming a factor of
safety of unity, this technique gives a friction angle of
ϕ =29°. Both these estimates agree with laboratory strength
measurements of fault gouge material at the edge of the land-
slide whereϕ ranges from 28° to 33°, and cohesion is less than
3 kPa [Lebourg et al., 2011], suggesting that the landslide-
scale strength is similar to the laboratory-scale strength of the
weakest material tested at the site under dry conditions.

5. Discussion and Conclusions

[15] A particularly interesting result of our landslide thick-
ness inversion is that at La Clapière, the depth-averaged ve-
locity must be much lower than the surface velocity
( f= 0.4) in order for the inversion-predicted thicknesses to
match independent local thickness measurements from
shallow geophysical techniques. In other words, the landslide
is not well approximated as a rigid sliding block ( f= 1),
and instead is better approximated by granular flow in a pile
( f< 0.5 [MiDi, 2004]) or a combination of forward toppling
and basal sliding, both of which indicate shear deformation
within the sliding mass. The small value of f might be due
to the landslide’s orientation in the Tinée valley where its
movement cuts across planes of weakness associated with
foliation and exploits a discontinuous network of fractures,
faults, and weathered rock throughout its thickness [Cappa
et al., 2004].
[16] A second noteworthy result is that the thickness of the

landslide must vary considerably over length scales of tens of
meters in order to accurately reproduce the change in eleva-
tion field at those length scales. This apparent roughness of
the base of the landslide suggests lithological and structural
controls on the basal geometry. For example, a profile down
the western part of the landslide shows that the basal surface
steepens where it cuts the Iglière bar, just below a small scarp
paralleling the slip surface (Figure 2c). These features docu-
ment a lithologic control on the landslide’s geometry such
that the bar divides the landslide into an upper part with a fail-
ure plane that developed as the landslide initiated in the
1930s, and a lower part that did not develop a failure plane
until the 1980s as the landslide propagated to the foot of
the hillslope [Follacci, 1987].
[17] The method presented here for estimating landslide

thickness is general and applicable to a large number and
types of landslides where surface change data can be col-
lected and rheology can be assumed or is known. The pre-
dicted thicknesses, and therefore landslide volume, scale
with f �1 for a given α (equation (S2)), but the spatial pattern
of the thickness model is not sensitive to f. This means that
even if rheology is poorly known for a given landslide, our
technique can still reveal the overall geometry and variability
of its basal surface if rheology is assumed spatially constant.
If even a single direct measurement of local thickness can be
made, for example, in a borehole or with shallow geophysical
techniques, that measurement can constrain rheology and
thickness throughout the entire landslide by determining f
that minimizes the misfit between the observed and inver-
sion-predicted thicknesses (section 4). Additional measure-
ments of a landslide’s vertical velocity profile, which can
be measured with borehole inclinometers, could further con-
strain f and how it might vary spatially.
[18] We suggest that this inverse technique can improve

traditional analyses of accessible and well-instrumented

sites, such as La Clapière, by extending point observations
of thickness to an entire 3-D reconstruction of a landslide’s
subsurface. The ability of airborne or spaceborne imagery
to provide data remotely also opens up a wide range of
inaccessible landslides to study and extends the observa-
tional period to historical time scales, enabling future work
to tie 3-D landslide kinematics to changes in land use, tecton-
ics, and climate.

[19] Acknowledgments. We thank S. Gaffet for the coordinates of
seismic stations, S. Leprince for fruitful discussions, and Y. Guglielmi and
G. Hilley for insightful reviews. This work was supported by the Keck
Institute for Space Studies and Terrestrial Hazard Observation and
Reporting Center at Caltech.
[20] The Editor thanks George Hilley and an anonymous reviewer for

assistance evaluating this paper.

References
Bishop, K. M. (1999), Determination of translational landslide slip
surface depth using balanced cross sections, Environ. Eng. Geosci., 2,
147–156.

Booth, A. M., J. J. Roering, and A. W. Rempel (2013), Topographic
signatures and a general transport law for deep-seated landslides in a land-
scape evolution model, J. Geophys. Res. Earth Surf., 118, 603–624,
doi:10.1002/jgrf.20051.

Cappa, F., Y. Guglielmi, V. M. Soukatchoff, J. Mudry, C. Bertrand, and
A. Charmoille (2004), Hydromechanical modeling of a large moving rock
slope inferred from slope levelling coupled to spring long-term
hydrochemical monitoring: Example of the La Clapière landslide
(Southern Alps, France), J. Hydrol., 291(1–2), 67–90, doi:10.1016/j.
jhydrol.2003.12.013.

Carter, M., and S. P. Bentley (1985), The geometry of slip surfaces beneath
landslides: Predictions from surface measurements, Can. Geotech. J., 22,
234–238.

Casson, B., C. Delacourt, and P. Allemand (2005), Contribution of multi-
temporal remote sensing images to characterize landslide slip surface—
Application to the “La Clapière” landslide (France), Nat. Haz. Earth
Sys. Sc., 5, 425–437.

Chemenda, A. I., T. Bois, S. Bouissou, and E. Tric (2009), Numerical model-
ling of the gravity-induced destabilization of a slope: The example of the
La Clapière landslide, southern France, Geomorphology, 109(3–4), 86–93,
doi:10.1016/j.geomorph.2009.02.025.

CVX Research, Inc. (2013), CVX: Matlab software for disciplined convex
programming, version 2.0 beta., edited.

Debella-Gilo, M., and A. Kääb (2012), Measurement of surface displace-
ment and deformation of mass movements using least squares matching
of repeat high resolution satellite and aerial images, Remote Sens., 4(12),
43–67, doi:10.3390/rs4010043.

Delacourt, C., P. Allemand, B. Casson, and H. Vadon (2004), Velocity field
of the “La Clapière” landslide measured by the correlation of aerial and
QuickBird satellite images, Geophys. Res. Lett., 31, L15619,
doi:10.1029/2004gl020193.

Delacourt, C., P. Allemand, E. Berthier, D. Raucoules, B. Casson,
P. Grandjean, C. Pambrun, and E. Varel (2007), Remote-sensing tech-
niques for analysing landslide kinematics: A review, Bull. Soc. Geol. Fr.,
178(2), 89–100, doi:10.2113/gssgfbull.178.2.89.

DeLong, S. B., C. S. Prentice, G. E. Hilley, and Y. Ebert (2012),
Multitemporal ALSM change detection, sediment delivery, and process
mapping at an active earthflow, Earth Surf. Processes Landforms, 37(3),
262–272, doi:10.1002/esp.2234.

Farinotti, D., M. Huss, A. Bauder, M. Funk, and M. Truffer (2009), A
method to estimate the ice volume and ice-thickness distribution of alpine
glaciers, J. Glaciol., 55(191), 422–430.

Fellenius, W. (1936), Calculation of the stability of earth dams, Transactions,
2nd Congress on Large Dams (Washington, CD), 4, 445–465.

Follacci, J. P. (1987), Les mouvements de versant de La Clapière à Saint-
Etienne de Tinée (Alpes Maritimes), Bull. Liaison Lab. Ponts Chausseés,
150(151), 39–54.

Gaffet, S., Y. Guglielmi, F. Cappa, C. Pambrun, T. Monfret, and
D. Amitrano (2010), Use of the simultaneous seismic, GPS and meteoro-
logical monitoring for the characterization of a large unstable mountain
slope in the southern French Alps, Geophys. J. Int., 182(3), 1395–1410,
doi:10.1111/j.1365-246X.2010.04683.x.

Guglielmi, Y., and F. Cappa (2010), Regional-scale relief evolution and
large landslides: Insights from geomechanical analyses in the Tinée
Valley (southern French Alps), Geomorphology, 117(1–2), 121–129,
doi:10.1016/j.geomorph.2009.11.016.

BOOTH ET AL.: LANDSLIDE THICKNESS FROM REMOTE SENSING

4303



Guglielmi, Y., F. Cappa, S. Binet, F. Bigot-Cormier, and E. Tric (2004),
Multi-scale rock slope failure initiation mechanisms: results from multi-
parametric field and modeling studies conducted on the Upper Tinée val-
ley (French Alps) over the past 10 years, paper presented at GeoHazards
2004 Workshop, Shizuoka, Japan.

Guglielmi, Y., F. Cappa, and S. Binet (2005), Coupling between hydrogeol-
ogy and deformation of mountainous rock slopes: Insights from La
Clapière area (southern Alps, France), C. R. Geosci., 337(13),
1154–1163, doi:10.1016/j.crte.2005.04.016.

Guzzetti, F., F. Ardizzone, M. Cardinali, M. Rossi, and D. Valigi (2009),
Landslide volumes and landslide mobilization rates in Umbria, central
Italy, Earth Planet. Sci. Lett., 279(3–4), 222–229, doi:10.1016/j.
epsl.2009.01.005.

Jomard, H., T. Lebourg, and E. Tric (2007), Identification of the gravitational
boundary in weathered gneiss by geophysical survey: La Clapière
landslide (France), J. Appl. Geophys., 62(1), 47–57, doi:10.1016/j.
jappgeo.2006.07.003.

Kääb, A. (2002), Monitoring high-mountain terrain deformation from re-
peated air- and spaceborne optical data: examples using digital aerial im-
agery and ASTER data, ISPRS J. Photogramm. Remote Sens., 57, 39–52.

Kelsey, H. (1980), A sediment budget and an analysis of geomorphic process
in the Van Duzen River basin, north coastal California, 1941–1975, Geol.
Soc. Am. Bull., 91, 1119–1216.

Larsen, I. J., D. R. Montgomery, and O. Korup (2010), Landslide erosion con-
trolled by hillslope material, Nat. Geosci., 3(4), 247–251, doi:10.1038/
Ngeo776.

Lebourg, T., H. Mickael, J. Hervé, E. B. B. Samyr, B. Thomas, Z. Swann,
T. Emmanuel, and V. Maurin (2011), Temporal evolution of weathered
cataclastic material in gravitational faults of the La Clapiere deep-seated
landslide by mechanical approach, Landslides, 8(2), 241–252,
doi:10.1007/s10346-010-0244-6.

Mackey, B. H., and J. J. Roering (2011), Sediment yield, spatial charac-
teristics, and the long-term evolution of active earthflows determined
from airborne LiDAR and historical aerial photographs, Eel River,
California, Geol. Soc. Am. Bull., 123(7–8), 1560–1576, doi:10.1130/
b30306.1.

MiDi, G. D. R. (2004), On dense granular flows, Eur. Phys. J.. E, Soft
Matter, 14(4), 341–365, doi:10.1140/epje/i2003-10153-0.

Morlighem, M., E. Rignot, H. Seroussi, E. Larour, H. Ben Dhia,
and D. Aubry (2011), A mass conservation approach for mapping
glacier ice thickness, Geophys. Res. Lett., 38, L19503, doi:10.1029/
2011gl048659.

Rasmussen, L. A. (1988), Bed topography and mass-balance distribution of
Columbia glacier, Alaska, U.S.A., determined from sequential aerial pho-
tography, J. Glaciol., 34(117), 208–216.

Schwab, M., D. Rieke-Zapp, H. Schneider, M. Liniger, and
F. Schlunegger (2008), Landsliding and sediment flux in the
Central Swiss Alps: A photogrammetric study of the Schimbrig land-
slide, Entlebuch, Geomorphology, 97(3–4), 392–406, doi:10.1016/j.
geomorph.2007.08.019.

Selby, M. J. (1993), Hillslope Materials and Processes, 2nd ed., Oxford
University Press, Oxford.

BOOTH ET AL.: LANDSLIDE THICKNESS FROM REMOTE SENSING

4304



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (ECI-RGB.icc)
  /CalCMYKProfile (Photoshop 5 Default CMYK)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /Courier-Oblique
    /Helvetica
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Oblique
    /Symbol
    /Times-Bold
    /Times-BoldItalic
    /Times-Italic
    /Times-Roman
    /ZapfDingbats
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 400
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ENU ()
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


