open science
N\

N HAL
N

Im QT2 M 2 QbQH T?2MQK2MQHQ;v@8, *

#H +F + "#QM QTiB+ HT QT2 'iB2b i N "2;BQ
bBi2b + Qbb 1m QT2

JXwW M ii -JX:vb2H-LX "mFQrB2+FB- hX JCHH2 -1

"2bFQm;- JX 6B2#B;- EX 1X uii’B-LX JB? HQTQmHQ

hQ +Bi2 i?Bb p2 ' bBQM,

JX w M ii - JX :vb2H- LX "mFQrB2+FB- hX JCHH2 - 1X g2BM; "iM2 -
T?2MQK2MQHQ;v@8, *HBK iQHQ;vQ7 #H +F+ "#QMQTiB+ HT QT2 iB
Im QT2X iKQbT?2'B+ 1MpB " QMK2Mi- kyRe- R98- TTXj9e@je9X RYyXR
yjdye8j9

> G A/, BMbm@yjdye8j9
21iTb,ff? H@BMbmX "+?2Bp2b@Qmp2 i2bX7 fBMbn
am#KBii2/ QM k3 CmM kykk

> G Bb KmHiB@/Bb+BTHBM v GOT24WB p2 Dmbp2 "i2 THm B/BbBIBTHBN
"+?Bp2 7Q i?72 /2TQbBi M/ /Bbb2KIBEBMBR MNQ@T™+B2® " H /BzmbBQM /2 /
2MiB}+ "2b2 "+?2 /Q+mK2Mib- r?2i?@+B2MMiB}2mM2b#/@ MBp2 m "2+?22 +?22- T
HBb?2/ Q° MQiX h?2 /IQ+mK2Mib MK VW+RK2Z2EF IQKHBbb2K2Mib /62Mb2B;M
i2 +?BM; M/ "2b2 "+? BMbiBimiBQWER BM?8 7M#M2I @b Qm (i~ M;2 b- /2b H
#Q /-Q 7 QK Tm#HB+ Q T ' Bp i2T2HRAB+B @2MT2BIpXib X

Bbi'B#mi2/ mM/2  * 2 iBpRi*BEMOKIBRM @ LQM*QKK2'+B H @ LQ.2 Bp if
AMi2 M iBQM H GB+2Mb?2


https://hal-insu.archives-ouvertes.fr/insu-03706534
http://creativecommons.org/licenses/by-nc-nd/4.0/
http://creativecommons.org/licenses/by-nc-nd/4.0/
http://creativecommons.org/licenses/by-nc-nd/4.0/
https://hal.archives-ouvertes.fr

Atmospheric Environment 145 (2016) 346 e 364

Contents lists available at ScienceDirect

Atmospheric Environment

journal homepage: www.elsevier.com/locate/atmosenv

A European aerosol phenomenology-5: Climatology of black carbon @CMk
optical properties at 9 regional background sites across Europe

M. Zanatta > "%, M. Gysel ™", N. Bukowiecki °, T. Mller ¢, E. Weingartner °:?,

H. Areskoug ¢, M. Fiebig ©, K.E. Yttri ¢, N. Mihalopoulos ', G. Kouvarakis /", D. Beddows ¢,
R.M. Harrison ", F. Cavalli’, J.P. Putaud, G. Spindler ¢, A. Wiedensohler ¢, A. Alastuey’,
M. Pandol !, K. Sellegri®, E. Swietlicki ', J.L. Jaffrezd, U. Baltensperger °, P. Laj*™

2 Univerisite Grenoble-Alpes, CNRS, Institut des Geosciences poliErivironnement (IGE), Grenoble, France

b Laboratory of Atmospheric Chemistry, Paul Scherrer Institute, Villigen, CH-5232, Switzerland

¢ Leibniz Institute for Tropospheric Research (TROPOS), Permoserstrasse 15, 04318, Leipzig, Germany

4 Atmospheric Science Unit, Department of Environmental Science and Analytical Chemistry (ACES), Stockholm University, Svante Arrheniumgvg, SE-
11418, Stockholm, Sweden

€ NILU-Norwegian Institute for Air Research, Kjeller, Norway

f Environmental Chemistry Processes Laboratory, Dept. of Chemistry, University of Crete, 71003, Heraklion Crete, Greece

9 National Centre for Atmospheric Science, School of Geography, Earth and Environmental Sciences, University of Birmingham, B15 2TT, UK

" Department of Environmental Sciences, Center of Excellence in Environmental Studies, King Abdulaziz University, PO Box 80203, Jeddah, 21589, Baud
Arabia

| European Commission, Joint Research Centre (JRC), Directorate for Energy, Transport and Climate, Air and Climate Unit, Via E. Fermi 2749, |-210@/&ls
(VA), Italy

I Institute of Environmental Assessment and Water Research (IDAEA-CSIC), ¢/ Jordi-Girona 18-26, ES08034, Barcelona, Spain

K Laboratoire de Meteorologie Physique, UMR 6016, CNRS/University of Clermont-Ferrand, Clermont-Ferrand, France

! Division of Nuclear Physics, Department of Physics, Lund University, Lund, Sweden

™ Division of Atmospheric Science, Department of Physics, University of Helsinki, P.O. Box 64, FIN-00014, Helsinki, Finland

highlights graphical abstract
The mass absorption cross-section of e

black carbon is homogeneous over e T @
Europe. TR - AR

Mass absorption cross-section of Eu- y 'f‘"Nm“‘ G :

ropean black carbon is quanti ed in = o S5 mei

10m?g L )

Presence of non-absorbing matter e g

induces an enhancement of black Montseny

carbon absorption.

" Finokalia:

Averaged MAC for European background sites : 10 m? g at 637 nm

article info abstract

Article history: A reliable assessment of the optical properties of atmospheric black carbon is of crucial importance for an
Received 1 April 2016 accurate estimation of radiative forcing. In this study we investigated the spatio-temporal variability of
Received in revised form the mass absorption cross-section (MAC) of atmospheric black carbon, de ned as light absorption co-
14 September 2016 ef cient (Sap) divided by elemental carbon mass concentration ( mgQd. Sap and mgc have been monitored

Accepted 17 September 2016

! ; at supersites of the ACTRIS network for a minimum period of one year. The 9 rural background sites
Available online 18 September 2016

* Corresponding author.
E-mail address: martin.gysel@psi.ch (M. Gysel).
1 Now at: Alfred Wegener Institute (AWI), Helmholtz Centre for Polar and Marine Research, Bremerhaven, Germany.
2 Now at: Institute for Aerosol and Sensor Technology, University of Applied Sciences (FHNW), Windisch, Switzerland.

http://dx.doi.org/10.1016/j.atmosenv.2016.09.035
1352-2310/ © 2016 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY-NC-ND license ( http://creativecommons.org/licenses/by-nc-nd/4.0/ ).


mailto:martin.gysel@psi.ch
http://crossmark.crossref.org/dialog/?doi=10.1016/j.atmosenv.2016.09.035&domain=pdf
www.sciencedirect.com/science/journal/13522310
www.elsevier.com/locate/atmosenv
http://dx.doi.org/10.1016/j.atmosenv.2016.09.035
http://creativecommons.org/licenses/by-nc-nd/4.0/
http://dx.doi.org/10.1016/j.atmosenv.2016.09.035
http://dx.doi.org/10.1016/j.atmosenv.2016.09.035

Keywords:

Black carbon

Europe

Mass absorption cross-section
MAC

Light absorption
Elemental carbon
Radiative forcing
Photometer

Thermal optical analysis
Atmosphere

ACTRIS

Ebas

M. Zanatta et al. / Atmospheric Environment 145 (2016) 346e 364 347

considered in this study cover southern Scandinavia, central Europe and the Mediterranean. Sap Was
determined using lter based absorption photometers and mgcusing a thermal-optical technique. Ho-
mogeneity of the data-set was ensured by harmonization of all involved methods and instruments
during extensive intercomparison exercises at the European Center for Aerosol Calibration (ECAC).
Annual mean values of S, at a wavelength of 637 nm vary between 0.66 and 1.3 Mm 1 in southern
Scandinavia, 3.7e 11 Mm ? in Central Europe and the British Isles, and 2.3 €2.8 Mm L in the Mediter-
ranean. Annual mean values of mgcvary between 0.084 and 0.23 ng m 2 in southern Scandinavia, 0.28
e 11 in Central Europe and the British Isles, and 0.22 e 0.26 in the Mediterranean. Both Sa, and mgcin
southern Scandinavia and Central Europe have a distinct seasonality with maxima during the cold season
and minima during summer, whereas at the Mediterranean sites an opposite trend was observed. Annual
mean MAC values were quite similar across all sites and the seasonal variability was small at most sites.
Consequently, a MAC value of 10.0 m? g ! (geometric standard deviation ¥ 1.33) at a wavelength of
637 nm can be considered to be representative of the mixed boundary layer at European background
sites, where BC is expected to be internally mixed to a large extent. The observed spatial variability is
rather small compared to the variability of values in previous literature, indicating that the harmoni-
zation efforts resulted in substantially increased precision of the reported MAC. However, absolute un-
certainties of the reported MAC values remain as high as * 30e70% due to the lack of appropriate
reference methods and calibration materials.

The mass ratio between elemental carbon and non-light-absorbing matter was used as a proxy for the
thickness of coatings around the BC cores, in order to assess the in  uence of the mixing state on the MAC
of BC. Indeed, the MAC was found to increase with increasing values of the coating thickness proxy. This
provides evidence that coatings do increase the MAC of atmospheric BC to some extent, which is
commonly referred to as lensing effect.

© 2016 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY-NC-ND

license (http://creativecommons.org/licenses/by-nc-nd/4.0/ ).

1. Introduction

Black carbon (BC) particulate matter, also commonly referred to
as refractory carbon or elemental carbon, is emitted by incomplete
combustion of fossil fuels and biomass (see Section 2.1 for details
about the terminology for carbonaceous combustion particles). BC
represents a small fraction of the European atmospheric aerosol,
typically contributing less than 10% to the total mass concentration
of particles in both size fractions smaller than 2.5 mm and 10 Mm in
diameter ( Putaud et al., 2004; Yttri et al., 2007 ). Despite being a
minor mass fraction only, it has been argued that anthropogenic BC
might cause the second largest positive radiative forcing after CO »
(Jacobson, 2001; Bond et al., 2013). This value is, however, associ-
ated with a high uncertainty (90%), resulting in an RF pgcrange be-
tween 0.17 and 21 W m 2 (Myhre et al., 2013). The calculation of
RFsc depends on the light absorption coef cient attributed to at-
mospheric particulate BC. The light absorption by BC is often
inferred from measured or modeled BC mass concentrations using
the mass absorption cross-section (MAC; see Equation (10) in
Section 2.3.3). Thus, the estimated RFgcis not only sensitive to the
modeled BC mass concentration but also to the applied MAC value.
Current state-of-the-art RF gc estimates are based on a xed MAC
value without accounting for its spatio-temporal variability ( Koch
et al.,, 2009). However, the correct MAC value and its spatio-
temporal variability remain poorly quanti ed, and thus could
potentially lead to considerable uncertainty in the RF  gcassessment
(Schulz et al., 2006; Koch et al., 2009).

Besides radiative forcing assessment, the MAC value is also
required to infer the equivalent black carbon (eBC) mass concen-
tration from measurements of the light absorption coef cient. Such
observations are often used as reference data sets for the validation
of models simulating atmospheric elemental carbon (EC) mass
concentrations (e.g. Vignati et al., 2010 ). The eBC mass concentra-
tion is meant to be equal to the EC mass concentration as measured
by thermal-optical methods ( Petzold et al., 2013). However, this is
only achieved under several conditions. First, the light absorption
coef cient is measured for a wavelength at which EC causes
virtually all light absorption (red to near-infrared). Second, the light

absorption coef cient is correctly measured, which is generally
challenging and even more for Iter-based methods (see Section
2.3.2). Third, the true MAC value of the sampled aerosol is applied
for the conversion of the light absorption coef  cient to eBC mass
concentration. The latter is a potential source for differences be-
tween eBC and EC mass concentrations because commercial in-
struments typically use a prede ned xed MAC value, which does
often not agree with the MAC value of the sampled aerosol.

In Table 1 we report MAC values from the literature, which range
between 4.3 and 22.7m 2 g ! at awavelength of 637 nm. Part of this
variability may be attributed to variability of the microphysical
properties of BC-containing particles due different sources (e.g.
Schwarz et al., 2008b; Martins et al., 1998 ) and/or differences in
atmospheric aging processes during transport of BC to certain lo-
cations (Liousse et al., 1993; Cozic et al., 2008; Reche et al., 2011,
Pandol et al., 2011, 2014; Genberg et al., 2013; Laborde et al.,
2013). However, in this study we show that a substantial portion
of this variability can also be attributed to experimental un-
certainties, i.e. systematic biases of the methods applied to deter-
mine the MAC.

Sources and atmospheric aging processes de ne the properties
of BC-containing particles to which the MAC is sensitive: index of
refraction and material density of BC as well as particle size, shape
and mixing with other particulate matter (  Bond et al., 2013 and
references therein). We can distinguish two different types of
mixing: external mixture, in which case BC is present in pure form,
i.e. BC is not mixed with other aerosol components in the same
particle, and internal mixture, in which case BC is coated, i.e. BC is
mixed with other aerosol components in the same particle. Freshly
emitted BC can be externally or internally mixed, depending on its
source. Atmospheric aging processes such as condensation, cloud
processing or coagulation additionally transform externally mixed
BC to internally mixed BC. Most BC becomes mixed with other
components such as inorganic salts and acids or organic matter
within 1 e5 days (Jacobson, 2001; Riemer et al., 2010; Fierce et al.,
2015) while in polluted urban areas BC becomes internally mixed
within 12 h after emission ( Moteki et al., 2007 ).

In general, it is accepted that internal mixing with non-
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Table 1

Selected MAC values from the literature. The 2nd and 3rd column list the MAC values and corresponding wavelength as reported in the original literatur

the MAC values adjusted to 637 nm assuming an absorption Angstrom exponent of 1.0.

e. The 4th column lists

Location MAC Wavelength MAC @ 637 nm Reference

m?g ] [nm] m?g "]
Remote areas 5 4.3
Mediterranean 18 15.5
Savannah 20 550 17.3 Liousse et al., 1993
Urban 12 104
Biomass burning (Brazil) 12.1 550 10.5 Martins et al., 1998
Urban 6.8e8.7 550 59e75 Hitzenberger et al., 2006
High altitude (winter) 7.6 630 7.5 Cozi L 2008
High altitude (summer) 11.1 11 ozicetal,
Traf ¢ 9.1 76 h I b
Biomass burning 13 530 10.8 Schwarz et al., 2008
High altitude (spring) 10.2 630 10.1 Liu et al., 2010
Rural (Magadino) 14.4 14.9
Rural (Magadino) 18.5 660 19.2 Herich et al., 2011
Urban (Zurich) 14.0 14.5
Regional background (Montseny) 10.4 635 10.4 Pandol etal., 2011
Urban (Barcelona) 9.2
Traf c (Bern) 10.3 Reche et al.,, 2011
Industrial (Huelva) 9.8
Urban (Paris) 8.6 880 11.9 Laborde et al., 2013
Aspvreten 16.3 14.1
Birkenes 25.9 22.4
Harwell 9.14 550 79 Genberg et al., 2013
Melpitz 4.55 3.9
Vavihill 26.2 22.7
High altitude 10.9 Pandol etal., 2014

absorbing material induces an enhancement in the light absorption
through the so-called lensing effect (e.g. Fuller et al., 1999; Bond
et al., 2013) even though this enhancement effect is still debated
(Cappa et al., 2012).

In this work, we investigate the spatio-temporal variability of
the MAC. For this purpose, we use long-term data-sets from 9
supersites across Europe of the ACTRIS (Aerosols, Clouds, and Trace
gases Research InfraStructure; http://www.actris.eu ) research
infrastructure, where more than 1 year of parallel light absorption
coef cient and elemental carbon mass concentration measure-
ments were available. A key feature of this data-set is its homo-
geneity, which is ensured with extensive instrument calibration
and intercomparison exercises as part of the ACTRIS and ACTRIS-2
research infrastructure. Besides, this dataset provides evidence that
the lensing effect increases the MAC of BC.

2. Method
2.1. Terminology

The terminology for describing various properties of carbona-
ceous particles emitted by incomplete combustion processes,
casually referred to as soot particles, is ambiguous in the literature.
Here we adopt the recent recommendations by Petzold et al.
(2013). The term black carbon (BC) is used to refer, in a general
sense, to the most refractory, insoluble and strongly light-absorbing
component of combustion particles. BC is essentially elemental
carbon (EC), i.e. almost pure carbon with a graphitic-like chemical
microstructure. These features distinguish BC from organic carbon
(OC), which is the other major component of carbonaceous com-
bustion particles. The term BC-containing particle is used to refer to
BC internally mixed with other particulate matter. More speci c

terms for BC are used whenever referring to BC properties in a
quantitative manner. EC mass concentration ( mgg is used for BC
mass concentration measured by means of thermal-optical
methods. Equivalent black carbon (eBC) is used whenever BC is
indirectly quanti ed by inferring the eBC mass concentration
(megQ from light absorption coef cient (Sap) measurements. The
attribute “equivalent” re ects the fact that a MAC value, MAC ¢gc
needs to be assumed for calculating megg

Sapd P

m Yoo —————
eBC " MACod P

(1)

Accordingly, megcis only identical with mgg if the MAC value
assumed for calculating mepc from Sgp is equal to the true MAC
value of the BC in the aerosol under consideration, as already
mentioned in Section 1.

2.2. The ACTRIS sites

The present work is based on data recorded at atmospheric
research supersites of the ACTRIS network. All data presented here
were downloaded from the EBAS database ( http://ebas.nilu.no/ ),
developed and operated by the Norwegian Institute for Air
Research (NILU). In order to ensure statistical robustness and
coverage of a full seasonal cycle for every site, we set a minimal
requirement of at least one year of simultaneous absorption coef-

cient and EC mass concentration measurements. Nine supersites
satis ed this criterion: Aspvreten (APT), Birkenes (BIR), Finokalia
(FKL), Harwell (HRL), Ispra (IPR), Melpitz (MEL), Montseny (MSY),
Puy de DBme (PUY) and Vavihill (VAV). Fig. 1 shows the
geographical location of the supersites. They can be grouped into
three different regions by latitude: Scandinavia, Central Europe and
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Fig. 1. Location of sampling sites and duration of measurements included in this study.

the British Isles, and the Mediterranean region. The main charac-
teristics of each observation site, including instrumentation rele-
vant to the present study, are summarized in Table 2. Additional
details on the data availability for the considered sites are given in
Table S1

2.2.1. Scandinavia

The Aspvreten station (APT, Sweden, 58 48N, 17 23%, 30 m
asl.) is operated by the Department of Environmental Science and
Analytical Chemistry (ACES) of the Stockholm University. The sta-
tion is located away from any local sources, placed in a boreal forest
and is representative for the regional background. The Birkenes
atmospheric research station (BIR, Norway, 58 23MN, 8 15%,190 m
asl.) is run by the Norwegian Institute for Air Research (NILU), is
located in the southern part of Norway, and is well suited to
monitor long-range transported aerosol particles as it is far away
from major anthropogenic sources. Vavihill (Sweden, VAV, 56
01N, 13 09%, 172 m asl.) is operated by Lund University. VAV is a
background site with no local sources of pollution, situated in the
southern-most part of Sweden.

2.2.2. Central Europe and the British Isles
The Harwell site (HRL, England, 51 34N, 1 199, 60 m asl.) is

operated by the University of Birmingham, primarily on behalf of
the Department for Environment, Food and Rural Affairs (DEFRA).
HRL is a rural station representative of large-scale air masses
affecting Southern England with the occasionalin  uence of London
emissions. The Ispra atmospheric research station (IPR, Italy, 45
49N, 8 38%, 209 m asl.) is run by the Institute for Environment
and Sustainability of the EC Joint Research Centre. Ispra is repre-
sentative of the regional background at the southern edge of the
Alps affected by pollution from the Po Valley. The TROPOS atmo-
spheric research station Melpitz, (MEL, Germany, 51 32N,12 54%,
87 m asl.) is operated by the Leibniz Institute for Tropospheric
Research and represents a rural polluted continental site in Eastern
Germany. The Puy de D8me station (PUY, France, 45 46N, 2 57%,
1465 m asl.) is run by the “Observatoire de Physique du Globe”
(OPGC) and by the “Laboratoire de M eteorologie Physique ” (LaMP)
of the National Center for Scienti ¢ Research (CNRS). Despite the
proximity of the urban area of Clermont-Ferrand, the latter has very
little in  uence on the aerosol observed at PUY (Henne et al., 2010).
Measurements at PUY are representative of the regional atmo-
spheric background aerosol composition on synoptic scale
distances.

Table 2
List of observatories included in the present study, as well as a description of measurement methodology and site characteristics. The sites are arra nged in alphabetic order.
Site (country) Station Coordinates Altitude Period Thermal Instrument for Sy, Aerosol size Region
code [m asl] protocol (wavelength) fraction
for megc mec Sep
Aspvreten (SE) APT 58 48°N, 17 23% 30 2010e 2011 EUSAAR-2 PSAP-ITM (522 nm) PM10 Total Scandinavia
Birkenes (NO) BIR 58 23°N, 8 15°E 190 2010e 2011 EUSAAR-2 PSAP-ITM (525 nm) PM10 PM10 Scandinavia
Finokalia (GR) FKL 35 20°N, 25 40°E 250 2008e 2010 EUSAAR-2 Aethalometer AE21 PM10 Total Mediterranean
(880 nm)
Harwell (GB) HRL 51 34°N,1 19°W 60 2010 NIOSH-like *  Aethalometer AE22 PM10 Total British Isles
(880 nm)
Ispra (IT) IPR 45 49°N, 8 38°E 209 2008e 2011 EUSAAR-2 MAAP (637 nm) PM2.5 Total Continental Europe
Melpitz (DE) MEL 51 32°N, 12 54°E 87 2008e 2010 VDI-2465 MAAP (637 nm) PM10 Total Continental Europe
Montseny (ES) MSY 41 46°N,2 21°E 720 2008e 2011 EUSAAR-2 MAAP (637 nm) PM10 PM10 Mediterranean
Puy de Dbme (FR) PUY 45 46°N, 2 57°E 1465 2008e 2010 EUSAAR-2 MAAP (637 nm) PM10 Total Continental Europe
Vavihill (SE) VAV 56 01°N, 13 09°E 172 2010e 2011 EUSAAR-2 PSAP-ITM (520 nm) PM10 Total Scandinavia

2 NIOSH-like protocol alternatively named

“QUARTZ and described in ( Yttri et al., 2009 ).
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2.2.3. Mediterranean

The Finokalia station (FKL, Greece, 35 20N, 25 40%, 250 m
asl.) is run by the Environmental Chemical Processes Laboratory
(ECPL) of the University of Crete. The FKL station is located in the
Southeastern Mediterranean, far from any local source of pollution
and the observations are representative of the aged regional
background aerosol of the Eastern Mediterranean Basin with the
frequent in uence of dust (Sahara) and sea-salt (Mediterranean
Sea). The station of Montseny (MSY, Spain, 41 46N, 2 21%, 720 m
asl.) belongs to the Air Quality Network of the Government of
Catalonia and is run by the Institute of Environmental Assessment
and Water Research (IDAEA-CSIC). MSY is a middle altitude
emplacement located in the Montseny Natural Park 40 km NNE of
the Barcelona urban area and 25 km from the Mediterranean coast.
Such orography is typical for this region and the regional back-
ground aerosol encountered at Montseny is representative of the
Western Mediterranean Basin with additional urban, sea salt or
dust (Sahara) in uence depending on meteorological conditions.

2.3. Experimental methods

The work performed in the present study is based on experi-
mental data acquired at different stations using a range of different
instruments and measurement protocols. Interpretation of spatial
differences, re ecting the in uence of the local environment and
typical transport pathways in  uencing each site, is only possible if
the data-set is homogeneous across all involved sites. The activities
of the ACTRIS research infrastructure include considerable
harmonization efforts such as extensive instrument intercompar-
ison campaigns in order to minimize potential systematic differ-
ences between equal instrument types as well as between different
instruments or protocols for measuring the same quantity. For this
study, all Sz and mgc measurements were harmonized to a com-
mon reference technique, as described in the following. The data
reduction presented here maximizes the homogeneity of the whole
data-set, whereas uncertainties of the absolute values remain, due
to the lack absolute standards ( Baumgardner et al., 2012).

2.3.1. Elemental carbon mass determination

A widespread approach to quantify OC and EC are thermal-
optical techniques, which differentiate EC from OC through their
thermal properties with optical correction for potential charring
artefacts (Karanasiou et al., 2015). Most commonly applied tem-
perature ramp protocols are NIOSH-5040 ( Birch and Cary, 1996),
QUARTZ (NIOSH-like; Yttri et al., 2009 ), IMPROVE Chow et al.,
2007), or EUSAAR-2 (Cavalli et al., 2010). Brie vy, the aerosol is
deposited on a quartz- ber Iter. The collected OC mass is then
determined during a  rst desorption step in an inert atmosphere
(He) at multiple medium-to-high temperatures starting at
140e 310 C and reaching up to 580e 940 C depending on the
thermal protocol (NIOSH-5040, QUARTZ, IMPROVE-A or EUSAAR-
2). The EC mass is then quanti ed during a second desorption
step under oxidizing conditions (He/O , mixture) at multiple higher
temperatures starting at 500 e580 C and reaching up to
840e 890 C depending on the thermal protocol. Temperature steps
and analysis time for the most common thermal protocols are
summarized in Karanasiou et al. (2015) . All desorbed carbonaceous
compounds are oxidized to CO ,, which is measured via non-
dispersive infrared detection ( Chow et al., 1993) or by ame ioni-
zation detection after reduction to methane ( Birch and Cary, 1996).
Ideally, all OC should be completely desorbed during the  rstinert
atmosphere step, while EC should only be burned off in the second
oxidizing step. However, some OC may be pyrolized and converted
to EC during the rst step, thereby systematically biasing the OC-EC
discrimination ( Huntzicker et al., 1982 ). Correction for this charring

artefact is commonly done by estimating the contribution of the
pyrolytic carbon to the carbon desorbed in the second step through
continuous monitoring of the light transmittance through or light

re ectance at the lter (Dod et al., 1979; Johnson and Huntzicker,
1979), which is referred to as thermal-optical transmittance (TOT)
or thermal-opticalre  ectance (TOR) method, respectively. Previous
inter-laboratory and inter-protocol comparison studies revealed a
good agreement in the total carbon (TC) mass concentration,
whereas substantial systematic differences are observed in
discriminating between the OC and EC fractions between different
temperature protocols, between TOT and TOR with equal temper-
ature protocol as well as between individual instruments applying
the same protocol ( Chiappini et al., 2014; Cavalli et al., 2016 ).

In this study, we choose the EUSAAR-2 protocol with light
transmission for charring correction (TOT), which has been selected
as the standard method for the ACTRIS research infrastructure, as
our basis for determining the EC mass concentrations, from which
the MAC are calculated. Homogeneity of the EC data from sites that
apply the EUSAAR-2 protocol is maximized by instrument speci ¢
harmonization factors to correct for systematic instrument-to-
instrument variability. EC data from sites that apply a different
protocol or approach are adjusted with correction factors, in order
to make them equivalent to EUSAAR-2 based data.

A schematic of the data analysis and harmonization approach
applied in this study is provided in Fig. 2. Raw EC mass concen-
trations (m{2T ), which are already corrected for the charring
artefact, were provided by the observatories. Final harmonized EC
mass concentration (mgQ were then obtained by applying
instrument-speci ¢ harmonization factors (HF gQ:

TOT
m ECraw (2)

HFec

The harmonization factors were determined by Cavalli et al.
(2016) for all thermal-optical instruments applied at observa-
tories of the ACTRIS research infrastructure as part of an intense
intercomparison exercise. ldentical samples, i.e.  Iter punches from
the same Iter, were analyzed by all instruments. This was done for
a series of randomly chosen Iters. The reference value, m{fé for the
EC mass on each test Iter was then de ned to be the average of all
raw EC mass values from those instruments that apply the EUSAAR-
2 protocol. The harmonization factor for each instrument is then set
equal to m{2L  measured by this particular instrument divided by
the reference value m[zeé (after averaging both over all test  Iters).
As a consequence, the nal harmonized EC measurements, mgg
become by de nition equal to the reference value, when again
considering the average over all test Iters. This harmonization
procedure ensures the homogeneity of the EC mass concentration
data-set from the different sites by minimizing potential differ-
ences arising from instrument to instrument variability as well as
differences in the measurement protocol. The importance of the
intercomparison and harmonization efforts is re  ected in the fact
that the harmonization factors, which are listed in  Table 3, span a
considerable range from 0.74 to 1.35 even for those seven sites
where the identical EUSAAR-2 protocol is applied ( Table 2).

At Harwell, the NIOSH-like protocol “QUARTZ with light
transmission for charring correction is applied (  Yittri et al., 2009;
Querol et al., 2013; we will refer to it as “NIOSH-like”). The tem-
perature ramp of this thermal-optical protocol deviates slightly
from that of the EUSAAR-2 protocol. Thus, the results of this in-
strument were not included in calculating m[zeé of the inter-
laboratory comparisons, whereas the harmonization factor was
also determined against m[fé and applied in the same manner
(Equation (2)). Using this approach, the nal harmonized EC mass
from the NIOSH-like method become equivalent to EUSAAR-2

Mgc Ya
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Built-in radiative
MAAP 1 transfer scheme 053 aw CFaanp
(transmittance-reflectance)
Weingartner Adjust. A with
880 880 637
Aethalometer OATN 2003 %@% AAE = 1 Oap,raw CFpe 62}37
525 Adjust. A with
PSAP ‘ Bond 1999 0"'a\;zj,raw AAE =1 Gggzaw CFosap
Nephelometer 9‘7
637
MAC®7 = —=
mEC
TOT EUSAAR-2 Bond 1999: loading and multiple scattering correction
HFgc Weingartner 2003: loading and multiple scattering correction
TOT NIOSH-like oarN ¢ calculated with measured spot size
CFyanp: COrrection required according to Miiller et al., 2011.
CFpsap » CFye: relative sensitivity to MAAP
VDI CFyp; HF¢.: harmonization to average of all EUSAAR-2 instruments

(Cavalli et al., 2016)
CFyp: relative sensitivity to EUSAAR-2, see supplementary
information (Figure S1)

Fig. 2. Flowsheet of how to obtain corrected and harmonized EC mass concentrations ( mgd and absorption coef cients (52,337) from the raw data delivered by different types of
instruments and methods, which are then used to calculate the mass absorption cross-section values for a wavelength of 637 nm (MAC 537)_ Details are provided in Section 2.3 and in

the supplementary information.

Table 3

Harmonization and correction factors applied in the data analysis as described in Section  2.3. HRzg which was determined by Cavalli et al. (2016) during extensive inter-
comparison exercises, is an instrument speci ¢ harmonization factor to correct for systematic differences between the individual thermal-optical instruments with respect to

the average of all EUSAAR-2 instruments. The range of values required to correct the thermal EC measurements at Melpitz is listed under CF  yp,°. CRyaap is the correction factor
applied to the  rmware output from the MAAP (- Milller et al., 2011 ). Dspor is the measured spot diameter that was applied in the initial data analysis steps for the PSAP and
aethalometer instruments. K; and K; are the coef cients that have been applied to the PSAP data following the Bond correction (  Bond et al., 1999). Chsapis a correction factor
to harmonize PSAP results with MAAP measurements (from a yet unpublished intercomparison workshop). f and Cyer are the coef cients for loading and multi-scattering
correction as applied using the approach by Weingartner et al. (2003) . CRag’ is a correction factor to harmonize the aethalometer results with MAAP measurements
(Mdller et al., 2011; WMO, 2016 ). a,p is the absorption Angstr om exponent applied to adjust the absorption coef  cients determined by aethalometer and PSAP to the

wavelength of the MAAP.

Site HFec CRp” CRvaap Ky Kz Chosap Dspot [Mm a f Caer” Cha’ Aap
Aspvreten 1.35 n.a. n. a. 0.02 1.22 1.59 7.07° n. a. n. a. n. a. 1.0
Birkenes 1.02 n.a. n.a. 0.02 1.22 1.94 11.3 n. a. n.a. n. a. 1.0
Finokalia 1.19 n.a. n. a. n. a. n. a. n. a 42.6 1.1 2.14 1.64 1.0
Harwell 1.45 n.a. n. a. n.a. n. a. n.a 150° 11 2.14 1.64 1.0
Ispra 0.93 n.a. 0.952 n. a. n. a. n. a. n. a. n. a. n. a. n. a. n.a.
Melpitz na.? 1.36e 3.14% 0.952 n. a. n. a. n. a. n.a. n.a. n.a. n. a. n.a.
Montseny 0.97 n.a. 0.952 n. a. n. a. n. a n. a. .a. n. a. n. a. n.a.
Puy de D6me 1.23 n.a. 0.952 n. a. n. a. n. a. n. a. .a. n. a. n. a. n.a.
Vavihill 0.74 n.a. n. a. 0.02 1.2 2.20 7.30¢ n. a. n.a. n. a. 1.0

2 The thermal EC measurements made at Melpitz using the VDI method were adjusted to EC mass concentrations that are equivalent to values that would have b een
measured by a TOT-EUSAAR2 method. This was done by means of monthly mean corrections factors ( Fig. S1).

b Applying C gef ¥4 2.14 and CFag ¥ 1.64 for inferring the absorption coef  cient from the attenuation coef  cient measured by the aethalometer is equal to simply applying a C-
value of 3.5 for the multi-scattering correction in the approach by Weingartner et al. (2003) without any further corrections (except for the loading correction using the
indicated f-value).

¢ Spot area as measured.

4 Spot area as provided in Krecl et al. (2007) .

based EC mass. correction was applied ( Cachier et al., 1989). This protocol is known
The harmonization is somewhat more complex at Melpitz, to have a considerable high bias in the EC mass concentration
where a modi ed VDI thermal method without optical charring measurement, which also depends considerably on aerosol
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composition. Therefore, a full year comparison of EC measurements
using both the VDI and the EUSAAR-2 protocols in parallel was
performed at Melpitz in 2012. Figure S1 shows that the monthly
mean ratio of the EC mass concentration measured by the two
methods varies between 1.36 and 3.14 with a distinct seasonal
pattern. We used the results of this comparison in 2012 to adjust
the EC measurements, m{g_,, done at Melpitz from 2008 to 2010
in order to obtain EUSAAR-2 equivalent EC mass values. The
adjustment of my¢2_~was done by correcting with the monthly
mean Ckp, from the corresponding month of the year, which is
taken from Figure S1 This approach accounts for the seasonal
pattern of the VDI to EUSAAR-2 ratio as well as possible. No
harmonization of the thermal-optical EC instrument, which was
used to determine CFyp, at Melpitz, against the EUSAAR-2 refer-
ence, was done, as the uncertainty associated with the correction
factor CR,p, is the dominating source of error. In the meantime the
thermal-optical instrument of TROPOS used for Melpitz samples
took part at European inter-comparison exercises in 2014 and 2015
successfully.

2.3.2. Absorption coef cient measurement and data analysis
approach

The absorption coef cient was measured using one of the
following three Iter based absorption photometer types (see
Table 2): the Multi Angle Absorption Photometer (MAAP, Thermo
Fisher Scienti ¢, Waltham, USA), the Aethalometer AE22 model
(Magee Scienti c, Berkeley, USA) or the custom made Particle Soot
Absorption Photometer (PSAP-ITM). These are all lter-based
methods, i.e. the aerosol sample is being continuously collected
on the Iter except during lter changes. The primary measure-
ment is the rate of change of light transmittance through the Iter
per deposited sample air volume unit, from which the attenuation
coef cient is inferred ( Weingartner et al., 2003 ). Quantitatively
relating the absorption coef cient of an aerosol sample to its
attenuation coef cient after deposition on the Iter is mainly
complicated by multiple scattering and “shadowing” effects (see
e.g.Weingartner et al., 2003 ). First, the light attenuation coef cient
of the particulate matter deposited on the Iter is considerably
larger than the corresponding absorption coef cient of the same
amount of particulate matter in the form of an aerosol due to
multiple scattering of light in the Iter bers. Second, the ratio of
absorption coef cient to attenuation coef cient depends on the

Iter loading, as particles deposited deeper in the Iter are shad-

owed by those deposited higher up in the Iter. These two effects
are accounted for with correction approaches. However, absorption
coef cient measurements done with  Iter based methods always
remain tainted with potentially substantial uncertainties. The
MAAP, which has the most sophisticated measurement setup, has
been shown to have the best accuracy ( Petzold et al., 2005; Slowik
et al., 2007; Moosmiller et al., 2009 ) among the instruments
applied in the current study and it showed high agreement with an
independent reference method which determines the absorption
coef cient from the difference of light extinction minus scattering
(Petzold et al., 2005). Therefore, we choose the absorption co-
ef cients measured by the MAAP as a basis for calculating the MAC.
Method speci c correction factors are applied to the data from
those sites operating a PSAP or an aethalometer to make them
equivalent to MAAP based measurements and with that also as
accurate as possible with available means. A schematic of the
applied data analysis and correction procedures, which will be
described in the following, is provided in  Fig. 2and all relevant data
analysis parameters and correction factors are listed in  Table 3.

Petzold and Schonlinner (2004) provided a detailed description
of the MAAP instrument and data analysis approach. Brie v, it
measures light transmittance in orthogonal direction through the

Iter as well as back-re ectance at two different angles. The rm-
ware includes a full data inversion, which is based on a radiative
transfer model, to directly infer the absorption coef cient (sgg;aw),
whereby the re ectance signals provide the information required
to account for the effects of multiple scattering and shadowing.
Originally, the operating wavelength of the MAAP was thought to
be 670 nm (Petzold et al., 2005), however, the true value was later
shown to be 637 + 1 nm. As a consequence of this, the absorption
coef cient (S§/9,y) determined by the  rmware of the MAAP needs
to be increased by 5% assuming an Angstrom exponent of 1 ( Petzold

et al.,, 2005) to obtain the correct aerosol absorption coef cient
(s§37) at 637 nm ( Muller et al., 2011 ):
g670
637 ap;raw
Soo! Ya ——— 3)
& " Chyaap

We applied this correction with CF yaap %2 0.952 to the MAAP
measurements used for this study, whereby the s§/0,, was rst
calculated by multiplying the BC mass concentration output of the
MAAP with 6.6 m 2 g (this is the MAC applied within the MAAP

rmware to convert between measured absorption coef  cient and
reported BC mass concentration; Nordmann et al., 2013 ).

The Aethalometer, model AE-22, measures the light trans-
mission through the sample  lter at 370 and 880 nm ( Hansen et al.,
1984). For the purpose of this study, we only used the 880 nm
channel because light absorption by atmospheric aerosols in the
near-infrared wavelength range is fully dominated by black carbon,
as opposed to the near ultraviolet range, where organic matter may
contribute substantially ( Kirchstetter et al., 2004 ). A multi-step
data analysis and correction procedure was applied to obtain an
absorption coef cient at 637 nm ( Fig. 2) that is equivalent to MAAP
measurements. In a rst step, the raw absorption coef cient at
880 nm (s80,,) is derived from the attenuation coef cient at
880 nm ( b&8)) reported by the instrument using the approach from

ATN
Weingartner et al. (2003) :

ss0 ., DATN
s 4

apraw 7% © RAATN; fP

where Cgyet is the factor to correct for multiple scattering effects and
R(ATN,f), which depends on the lter loading, accounts for the
shadowing effect. In the initial data analysis step to infer the raw
absorption coef cient s§39,, (Equation (4)), we chose a “default”
value of Cyer ¥4 2.14 for the multi-scattering correction. The shad-
owing correction R(ATN) is of the form:

RATN; fb ¥4 &=f IN30:1P=4n&0:5p

1PAGATNP In®0:1p p1

®)

where ATN is the additional attenuation by adding particles to a
blank lter. f is a parameter that mainly depends on the single
scattering albedo of aerosol. Because no suitable simultaneous
scattering coef cient measurements were available, we simply
chose a xed value of f ¥ 1.1, which is between typical values for
aged BC § ¥2 1.025) and freshly emitted BC ( f %2 1.2) (Collaud Coen
et al., 2010). In order to verify the reliability of the shadowing
correction for the chosen f value, the inferred raw absorption co-
ef cients (s85%,,,) observed at the highest and lowest Iter load-
ings, i.e. just before and after the Iter change, respectively, were
compared against each other. The fact that they differ as little as
0.18% and 0.28% for the Harwell and Finokalia data-sets, respec-
tively, indicates that on average the shadowing effect is correctly
accounted for.

In the next step, the raw absorption coef  cient (S557,y ), Which
was inferred from measurements at 880 nm, is adjusted to a raw
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absorption coef cient (s537,,) at the wavelength of the MAAP

(637 nm). This is done with the common approach to assume a
constant absorption Angstr om exponent (AAE; e.g. Lack and
Langridge, 2013 and reference therein):

| ol MF
Sai) j/ASa}) E (6)
Where |, and |, are the wavelengths 880 nm and 637 nm,
respectively, and the AAE is assumed to be unity (AAE %2 1.0).

So far, the wavelength-adjusted absorption coef cient, S35/,
was calculated with applying a legacy value of Cyer % 2.14 for the
multi-scattering correction ( Weingartner et al., 2003 ). However,
Collaud Coen et al. (2010) found, by relating aethalometer mea-
surements of the absorption coef cient to parallel MAAP mea-
surements, that CG-values in the range between 2.9 and 4.3 are more
realistic for atmospheric aerosols. The latest recommendation,
which is based on further yet unpublished intercomparison of
parallel aethalometer and MAAP measurements of atmospheric
aerosols (Muller at al., in preparation), is to apply a C-value 3.5 for
atmospheric aerosols (WMO, 2016). In order to derive MAAP-
equivalent and accurate absorption coef cients we had to apply
another correction to the aethalometer data

5637 A Sggzaw (7)
a Che

with CFag ¥ 1.64. Note that the product of Cyet (2.14) and CFag
(1.64) equals 3.5. Thus, our two step correction approach, which
was chosen for legacy reasons and also to show how different C
values and correction factors are related to each other, is identical
to directly applying a GCvalue of 3.5 for the multiple-scattering
correction in the Weingartner et al. (2003) approach. Applying a
correction of CFag ¥ 1.64 is also in agreement with Mdller et al.
(2011), who reported a correction factor of CF ag % 1.6 for aethal-
ometer data analyzed with the “default” Gvalue of Cyes % 2.14. NO
further efforts to minimize instrument-to-instrument variability
were made, as the Gvalue is the dominant source of uncertainty
(Section 2.3.4).

Custom made Particle Soot Absorption Photometers (PSAP-ITM)
were installed at the Aspvreten, Birkenes, and Vavihill sites, oper-
ating at wavelengths of 522, 525, and 520 nm, respectively
(Table 2). This instrument was developed by the Department of
Applied Environmental Science at Stockholm University (ITM) and
a full description of it is given in  Krecl et al. (2007) . It is similar to
the commercial PSAP, which is described in detail in Bond et al.
(1999). The latter study also provides a data correction approach,
which is compatible with the data from the custom made PSAP-
ITM. A rst element of the Bond correction is to correct the in-
strument output for systematic deviations of the ow rate and spot
size used in the rmware from their respective true values in order
to obtain unbiased attenuation coef ~cients (s523)). We simply used
the standard correction factors as they are always applied for these
three instruments ( Table 3). The second and main element of the
Bond correction is to derive the raw absorption coef  cient from the
attenuation coef cient:

3525 K+S
525 19sp
Sap;raw Y, AN Ky ®

where Sg, denotes the scattering coef  cient of the aerosol. The term
K1Ssp accounts for misinterpretation of particle scattering as ab-
sorption and Ky corrects for multiple scattering. We applied the
Bond correction using the related correction coef  cients K; %0.02
and K; ¥ 1.22, which are determined for the commercial PSAP but

previously applied to PSAP-ITM data Miuller et al. (2011) , and with
using scattering coef cients simultaneously measured at these
sites by nephelometers. In the next step, the raw absorption coef-

cient measured by the PSAP-ITM (S333,,) at a wavelength of
525 nm (520 nm for Vavihill), was adjusted to the wavelength of
the MAAP, which then provides the raw absorption coef  cient at
637 nm (S537aw)- This was done in the same manner as for the
aethalometer data, i.e. by using Equation (6) and assuming an ab-
sorption Angstr om exponent of unity (AAE ¥ 1.0).

Recent intercomparison (unpublished) between MAAP and ITM-
PSAP from Aspreveten, Birkenes and Vavihill revealed that ab-
sorption coef cients, sggz,aw, measured by the PSAP-ITM, analyzed
with the Bond correction and parameters of the commercial PSAP,
were systematically larger than those determined with MAAP. In
order to derive MAAP-equivalent and accurate absorption co-
ef cients, s337, we applied another correction to the PSAP-ITM
data:

3637 1, Sggzaw (9)
& " Chpsap

with CFpsap¥ 1.59 for the instrument operated at Aspvreten,
CRpsap¥a 1.94 for the Birkenes instrument and CF pgap¥ 2.2 for the
Vavihill ( Table 3). The large values of Chgapindicate that at least
one instrument parameter of the commercial PSAP is not applicable
to the PSAP-ITM instruments. However, the resulting systematic
bias in sgg;aw is eliminated fromthe  nal corrected values through
applying the correction factors CF psap (Equation (9)). Note, the
above correction factors CFpgap are valid for PSAP-ITM raw ab-
sorption coef cients analyzed with the Bond correction and pa-
rameters of the commercial PSAP. Applying the more recent Ogren
correction ( Ogren, 2010) instead of the Bond correction to the ITM-
PSAP data would change the resulting raw absorption coef cients
slightly. However, the  nal corrected values would remain un-
changed because such a systematic change of the raw values would
also cause a counteracting change of the correction factors CF psap

2.3.3. Mass absorption cross-section (MAC)

The mass absorption cross-section (MAC'; [m 2 g l]) of BC at a
certain wavelength ( 1) is de ned as the ratio of the aerosol ab-
sorption coef cient (S'ap; [Mm 1]) at this wavelength to the mass
concentration ( meg [My m 3]) of the BC:

|
MAC v, % (10)
Mec
Note that this simpli  ed de nition is only valid for wavelengths

at which the light absorption is dominated by black carbon (see
Section 2.3.4). We used the absorption coef cients and EC mass
concentrations including all adjustments and corrections as
detailed in Sections 2.3.1 and 2.3.2, respectively, for calculating the
MAC values. The lter samples for the EC analysis were collected for
24 h at the Mediterranean, Central Europe and the British Isles sites
and, due to lower aerosol loadings, for 3 e 7 days at the Scandinavian
sites. The measured absorption coef cients, which are available at
higher time resolution (1 h), were averaged over the time in-
tervals of the  Iter sample, in order to obtain matching pairs of ~ $53’
and mgg before calculating the corresponding MAC values. In order
to minimize the in  uence of outliers on the statistical analysis, all
data below or above the 5th or 95th percentile, respectively, were

ltered. This trimming has little effect on the geometric mean
values (less than 5% difference) but it reduces the resulting geo-
metric standard deviation values considerably.
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2.3.4. Uncertainty estimates

The uncertainty estimates for reported EC mass, light absorption
coef cient, and MAC values are summarized in Tables 4e6
respectively. The harmonization procedure applied to EC mea-
surements and described in Section 2.3.1 increases the reproduc-
ibility of the reported EUSAAR-2 equivalent EC mass concentrations
and contributes to the spatial homogeneity of the data-set. The 1 S
reproducibility of the harmonized EUSAAR-2 EC mass concentra-
tion measurements is estimated to be DmEYSAARZ +24% for the
sites adopting the EUSAAR-2 protocol (see Table 4). This uncer-
tainty accounts for contributions from three independent random
errors: the residual uncertainty of single harmonized EC  gysaar2to-
TC ratios obtained from a certain instrument for samples included
in the intercomparison (~ +20%; Cavalli et al., 2016), the extra un-
certainty introduced by applying the harmonization factors to
samples that were not included in the intercomparison exercise
(~+10%), and the uncertainty of TC mass concentration (~ +10%). The
reproducibility is poorer for the EUSAAR-2 equivalent EC mass data
from the Harwell site ( DmNOSH ke 7 +5206), as the harmonization
factor is more uncertain, i.e. the ratio of NIOSH-like to EUSAAR-2
derived EC mass concentrations is more variable for different
aerosol types (Cavalli et al., 2016). For Melpitz, using the modi  ed

Table 4

thermal VDI protocol, the reproducibility is estimated to be
DmyR'z +55%, mainly limited by the uncertainty of the monthly
mean harmonization factors.

The accuracy of thermal-optical EC measurements always re-
mains limited due to the lack of a reference method or suitable
standards (Baumgardner et al., 2012 ). Here we simply de ne the EC
mass from measurements by EUSAAR-2 instruments as the “true”
value. Consequently, systematically different EC mass values would
have been obtained if choosing a different protocol as reference. For
example choosing NIOSH-5040 as reference method would provide
EC mass values that are systematically lower by ~40% (Piazzalunga
et al., 2011; Maenhaut and Claeys, 2012); (see also Table 4). In a
similar manner using the IMPROVE-A protocol with using light-
transmission for charring correction as EC mass reference, would
have resulted in positive systematic biases of 10 e 20% (iazzalunga
et al., 2011; Wu et al., 2012).

The MAAP is expected to provide the absorption coef cient at
637 nm with an accuracy of Ds}*Fz +15% @etzold et al., 2005;
Mduller et al., 2011 ), which directly applies to the reported absorp-
tion coef cients. The major uncertainty of the absorption coef -
cient measured by the aethalometer arises from the multi-
scattering correction, since the C-value varies by about *+25% (1S)

Uncertainty estimates of harmonized EUSAAR-2 and EUSAAR-2 equivalent EC mass concentration as discussed in Section 2.3.4.

Uncertainties of EC mass concentration ( DmgQ:

1S reproducibility of the harmonized EUSAAR-2 or EUSAAR-2 equivalent EC mass.

Valid if EUSAAR-2 is de ned to be the reference method providing the true EC mass.

Approximate systematic decrease of m gcif the NIOSH-5040 protocol would have
been used as reference method instead of EUSAAR-2"

Approximate systematic decrease of m gcif the IMPROVE-A protocol would have
been used as reference method instead of EUSAAR-2°

EUSAAR-2 NIOSH-like VDI 2465
(Harwell) (Melpitz)
+24%° +5296' +55%°%
-~ 40% -~ 40% -~ 40%
b ~15% b ~15% b ~15%

2 This 1s reproducibility accounts for contributions from three independent random errors: the residual uncertainty of single harmonized EC
Cavalli etal., 2016), the extra uncertainty introduced by applying the harmonization factors to samples

from a certain instrument for samples included in the intercomparison (

that were not included in the intercomparison exercise, and the uncertainty of TC mass concentration. The individual components contributing to the

eusaarzto-TC ratios obtained

combined uncertainty

are estimated to be +20% plus+10% plus+ 10%,+50% plus+10% plus+10%, and+54% plus+0% plus+ 10% for measurements based on the EUSAAR2, Niosh-like (Harwell), and

VDI 2465 (Melpitz) protocols, respectively.
b Estimated from Piazzalunga et al. (2011) and Maenhaut and Claeys (2012) .
¢ Estimated from Piazzalunga et al. (2011) and Wu et al. (2012) .

Table 5
Uncertainty estimates of corrected absorption coef

cients for the wavelength 637 nm as discussed in Section 2.3.4.

Uncertainties of absorption coef cient (Ds§3):

MAAP Aethalometer PSAP-ITM

Wavelength of the absorption coef cient measurement. 637 nm 880 nm 520-525 nm
1s accuracy of reported total absorption coef ~ cient 53/ +15% +35% +25%
Potential maximal systematic bias in total absorption coef  cient reported at 637 nm 0% b 109% 209

due to assuming AAE % 1 for the wavelength adjustment for aerosols types

that contain light-absorbing organic matter. (positive value means that true total

absorption would be higher than reported total absorption)
Potential maximal interference in true total absorption coef cient from light-absorbing 10% 10% 10%

organic matter. The negative value indicates how much

smaller the true absorption from BC alone would be relative to true total absorption.
Potential maximal systematic difference between reported total absorption coef cient 10% 0% 30%

and true absorption coef cient from BC alone at a wavelength of 637 nm for

aerosols that contain light-absorbing organic matter (this is the sum of the above two

lines). (negative value means that true absorption from BC alone is smaller than
reported total absorption)

2 |f the AAE of the ambient aerosol was 1.3 instead of 1.0 for the wavelength pair 637/880 nm.
b If the AAE of the ambient aerosol was 2.0 instead of 1.0 for the wavelength pair 525/637 nm.

¢ This systematic bias corresponds to an increase of the ambient aerosol AAE for the wavelength pair 637/880 nm from 1.0 without organic interference to
interference (and the implicit assumption that no organic interference occurs at 880 nm).
cient of BC determined with the Aethalometer as the measurement is taken at a wavelength of

9 No systematic from organic interference occurs in the absorption coef

880 nm, at which absorption by organics is negligible. Consequently, the systematic errors in the two rows above must cancel each other for the aethalo

assumptions about organic interference are made in a consistent manner.

1.3 with organic

meter results, if
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Table 6
Uncertainty estimates of reported mass absorption cross-section values for a wavelength of 637 nm ( DMAC®%") as obtained by propagating the uncertainties listed in ~ Tables 4
and 5 through Equation (10).
Uncertainties of MAC ( DMAC®®7):
Instrument combination EUSAAR-2 EUSAAR-2 with EUSAAR2 NIOSH-like with VDI-2465
with MAAP aethalometer with PSAP aethalo-meter with MAAP
Sites Ispra Finokalia Aspvreten Harwell Melpitz
Montseny Birkenes
Puy de Dbme Vavihill
1S reproducibility of MAC of BC at a wavelength of 637 nm +29% +43% +35% +63% +57%
based on harmonized and corrected absorption coef cient
and EC mass values. Valid if EUSAAR-2 is de ned to be the
reference method providing the true EC mass and if total
absorption at 637 nm is dominated by BC.
Potential maximal systematic difference between reported and 10% 0% 30% 0% 10%
true MAC at a wavelength of 637 nm for aerosols that contain
light-absorbing organic matter.(Negative value means that the
true MAC is smaller than the reported MAC.)
Approximate systematic increase of MAC if the NIOSH-5040 b ~40% b ~40% b ~40% b ~40% b ~40%

protocol would have been used as reference method for EC
mass instead of EUSAAR-2?

Approximate systematic decrease of MAC if the IMPROVE-A
protocol had been used as reference method for EC mass
instead of EUSAAR-2"

~15%

~15% ~15% ~15% ~15%

2 Estimated from Piazzalunga et al. (2011) and Maenhaut and Claeys (2012) .
b Estimated from Piazzalunga et al. (2011) and Wu et al. (2012) .

for different aerosol types ( WMO, 2016; Collaud Coen et al., 2010;
Mller et al., 2011 ). This results in a 1S accuracy of DsjFz +35%
for the corrected absorption coef cients from aethalometers, when
combined with unit-to-unit variability, accuracy of the MAAP,
which served as a reference, and uncertainty of the AAE of BC
applied for wavelength adjustment ( Table 5). The 1S accuracy of
corrected absorption coef cients from PSAP measurements is
estimated to be DsESA%Z +25%, where the major uncertainty arises
from the instrument-speci ¢ PSAP correction factors
(DCRogapChosaz £20%) applied for correcting the PSAP data to-
wards the MAAP, and from the accuracy of the MAAP itself.

The random errors of total absorption coef cients discussed in
the previous paragraph are only valid if light absorption is fully
dominated by BC. However, organic matter is known to contribute
to light absorption by atmospheric aerosols, particularly in the
near-UV wavelength range (e.g. Kirchstetter etal., 2004 ). Additional
errors occur if the ratio of light-absorbing organic matter to BC
becomes signi cant. These errors are systematic and therefore not
included in the random errors provided above and separately listed
in Table 5. For example, Sandradewi et al. (2008) reported prop-
erties of ambient aerosol with a high fraction of organic matter
from wood burning. In spite of this, the organic matter contributed
only little to total light absorption at a wavelength of 660 nm. We
consider 10% interference at a wavelength of 637 nm as an upper
limit for the potential light absorption by organic matter in aerosols
at the background sites such as those included in the present study.
The contribution to absorption by organic matter at 637 nm does a
priori not affect the reported aerosol absorption coef  cients, which
are meant to include the contribution of organic matter. However, it
does cause a systematic bias in reported MAC values because we
assume that absorption by BC is equal to absorption by the total
aerosol for calculating the MAC of BC. Another effect of interference
from organic matter is that the true AAE becomes larger than unity
as assumed for the wavelength adjustment of Aethalometer and
PSAP-ITM data (see Section2.3.2). Consequently, the true aerosol
absorption coef cient at 637 nm will at most be 10% higher or 20%
lower than the reported value if inferred from the Aethalometer
measurements at 880 nm or the PSAP-ITM measurement at
525 nm. Combining the two systematic interference effects even-
tually provides true absorption coef cients from BC alone that are

at most 0%, 10%, or 30% smaller than the reported total absorption
coef cients from Aethalometer, MAAP, or PSAP-ITM measurements,
respectively. Note, light absorbing organic matter does not cause a
direct systematic error in the absorption coef  cient of BC at 637 nm
inferred from Aethalometer measurements at 880 nm, as light
absorption by such organic matter is negligible at 880 nm wave-
length. Additional information on systematic interference from
organic matter is provided in Table 5.

The uncertainty of the MAC values, listed in Table 6, is obtained
by propagating the uncertainties of the EC mass concentration
(Table 4) and the absorption coef cient (Table 5) through Equation
(10). The smallest 1S reproducibility of the MAC of BC is achieved at
sites combining MAAP measurements with the EUSAAR-2 thermal-
optical protocol and it is estimated to be DMACz +29%. The largest
uncertainties were calculated for Melpitz (MAAP/VDI) ( £57%), and
Harwell (Aethalometer/NIOSH-like), ( +63%). These uncertainty
estimates are only valid if EUSAAR-2 is de ned to be the reference
method providing the true EC mass and if the total absorption at
637 nm is dominated by BC. MAC values would be approximately
40% larger if the NIOSH-5040 protocol had been used as reference
method for EC mass instead of EUSAAR-2. Light-absorbing organic
matter would not affect the MAC values for those sites that oper-
ated an Aethalometer. By contrast, the true MAC value of BC would
at most be ~10% or ~30% smaller than reported for aerosols con-
taining a large fraction of light-absorbing organic matter and sites
that operated a MAAP or PSAP-ITM, respectively.

3. Results and discussion
3.1. Spatial and seasonal variability of mecand Sqp

Here, we focus on the spatial and seasonal variability of the EC
mass concentrations and the absorption coef cients. The annual
geometric mean EC mass concentrations differed by more than one
order of magnitude between the Puy de D 6me mountain site
(0.075 Mg m 3) and the polluted regional background site in Ispra
(11 my m ) (Fig. 3a and Table 7). The Scandinavian background
sites showed rather low EC burdens (0.084 e€0.23 ng m 3). Medium
EC concentrations were observed at the Mediterranean sites Fino-
kalia and Montseny (0.22 €0.26 Ny m 3) and at the slightly more



356 M. Zanatta et al. / Atmospheric Environment 145 (2016) 346e 364

Fig. 3. Box plots showing the 10th, 25th, median, 75th and 90th percentiles (black box
and whiskers) as well as geometric mean values (red markers) of a) EUSAAR-2 EC mass
concentration, b) absorption coef cient and c) mass absorption cross-section for all
nine stations. These statistics are for data averaged over 24 h at all sites, except for the
Scandinavian sites (3e 7 days). The green error bars indicate the 1 S uncertainties of the
geometric mean value, which depend on the applied measurement technique. This
uncertainty does not include potential systematic bias arising from e.g. light absorp-
tion by organics or from choosing a different thermal-optical protocol as a reference
method (see Section 2.3.4 and Tables 4e 6 for details). The blue line and shading in
panel c indicate the geometric mean + geometric SD of the annual geometric mean
MAC values from all sites. (For interpretation of the references to colour in this gure
legend, the reader is referred to the web version of this article.)

polluted British Isles and continental sites Harwell and Melpitz
(0.28e0.48 Ny m 3). The geometric standard deviations of the
annual data-set of EC mass concentrations were between 1.47 and
1.88 for all sites ( Table 7). Temporal variability of EC was lowest at
the Scandinavian and Mediterranean sites and highest at the
Continental as well as British Isles sites, which is mainly attributed

Table 7

Trimmed geometric mean and geometric standard deviation (in brackets) of

elemental carbon mass concentration (m gg, for all nine stations. Data are averaged

over 24 h at all sites, except for the Scandinavian sites where single Iter samples

were collected over 3 e 7 days. Data points below/above the 5th/95th percentile were
Itered before statistical analysis.

Elemental carbon mass concentration (m gd [Mgm 3]

Site Annual Winter Spring Summer Autumn

APT  0.15 (1.65) 0.20 (1.68) 0.14 (1.63) 0.14 (1.56) 0.15 (1.51)
BIR 0.084 (1.48) 0.082 (1.66) 0.088 (1.33) 0.077 (1.42) 0.098 (1.48)
FKL  0.22 (1.59) 0.18 (1.65) 0.23 (1.51) 0.28 (1.50) 0.19 (1.55)
HRL  0.28 (1.76) 0.39 (1.59) 0.29 (1.79) 0.22 (1.55) 0.32 (1.77)
IPR 1.11 (1.88) 2.03 (1.61) 0.97 (1.63) 0.63 (1.30) 1.36 (1.76)
MEL 0.48 (1.69) 0.55 (1.71) 0.47 (1.64) 0.32 (1.41) 0.52 (1.68)
MSY 0.26 (1.47) 0.23 (1.48) 0.28 (1.54) 0.29 (1.40) 0.28 (1.43)
PUY 0.075(1.52) 0.067 (1.55) 0.096 (1.60) 0.073 (1.36) 0.071 (1.35)
VAV  0.227 (1.65) 0.30 (1.69) 0.21 (1.46) 0.17 (1.44) 0.23 (2.01)

to a more pronounced seasonal pattern for the latter ( Fig. 4).

The annual geometric mean values of the aerosol absorption
coef cient at 637 nm range from 0.66 to 10.7 Mm 1 (Table 8). The
spatial pattern was very similar to that of the EC mass concentra-
tion (Fig. 3b). This is to be expected, if BC is the dominant light
absorbing species at 637 nm as argued in Section 2.3.4 because the
absorption coef cient is directly related to the EC mass concen-
tration through the MAC value of BC (Equation (10)). One minor
difference is that the absorption coef cient was lowest at Birkenes
instead of Puy de DOme, which could re  ect a systematic difference
in the mean MAC at these two sites or it could simply be caused by
experimental uncertainty. The temporal variability of the absorp-
tion coef cients was also very similar to that of EC (geom. SD be-
tween 1.45 and 1.93), except for Vavihill, where a substantially
higher variability of the absorption coef  cient (geom. SD 1.93) was
observed (Table 8). However, the latter is most likely an artefact
caused by very high instrumental noise, rather thanre  ecting true
variability. These results for EC mass concentration and absorption
coef cient show a clear spatial pattern with the highest values in
Central Europe and distinctly lower values to the North and to the
South. This is in agreement with previous studies by  Yitri et al.
(2007).

The seasonal patterns of the absorption coef cient and EC mass
concentration are plotted in  Fig. 4a and b. The seasonal patterns of
the two quantities are similar as they are linked to each other
through the MAC of BC. Thus, we simply discuss the absorption
coef cient in the following. The S, values observed at the Scan-
dinavian (ASP, BIR and VAV) and central European stations (HRL,
IPR and MEL) followed the same pattern, with elevated values in
winter/autumn compared to summer/spring. This is likely attrib-
uted to a lower polluted boundary layer (PBL) height as well as to
higher BC emissions during the heating season. A note is made for
the wintertime values observed at Birkenes, as the site experienced
unusual meteorological conditions in December 2011, which was
exceptionally warm, with a surplus in the average temperature of
8.5 C and with several aerosol properties untypical for the winter
season, which may be explained by reduced emissions from do-
mestic heating and possibly more vertical mixing. Excluding this
period from the winter data, i.e. just considering winter 2010 plus
January and February 2011, results in considerably higher winter
values for the absorption coef cient and EC (square symbols in
Fig. 4a and b). An opposite seasonality compared to that in Scan-
dinavia and Central Europe was observed at the Mediterranean
sites Finokalia and Montseny, with S5, values being lowest in
winter and highest in summer. At the slightly elevated Montseny
site, this is explained by less favorable transport of aerosols to
elevated areas during winter, contrasted by regional circulation
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Fig. 4. Seasonal patterns of the geometric mean values for a) absorption coef  cients and b) EC mass concentrations. The square marker for Birkenes indicates the geometric mean of

all winter data excluding December 2011, which was an outlier from a meteorological point of view, whereas the corresponding circular marker include

Table 8

Trimmed geometric mean and geometric standard deviation (in brackets) of ab-
sorption coef cient (5237) for all nine stations. Data are averaged over 24 h at all
sites, except for the Scandinavian sites where single Iter samples were collected
over 3e 7 days. Data points below/above the 5th/95th percentile were Itered before
statistical analysis.

Absorption coef cient ($537) [Mm '] @ 637 nm

Site Annual Winter Spring Summer Autumn

APT 1.31(1.65) 1.50(1.68) 1.19(1.65) 1.00(1.58) 1.19 (1.58)
BIR 0.66 (1.63) 0.67 (1.86) 0.65 (1.52) 0.59 (1.41) 0.68 (1.87)
FKL 2.73 (1.45) 2.41 (1.77) 2.76 (1.30) 3.00 (1.39) 2.81 (1.53)
HRL 3.82 (1.56) 3.59 (1.53) 3.79 (1.43) 2.96 (1.43) 3.91 (1.52)
IPR 10.7 (1.84) 18.6 (1.72) 9.09 (1.63)  6.69 (1.40)  13.2 (1.70)
MEL 4.39 (1.73) 5.20 (1.78) 4.16 (1.63) 3.02 (1.39) 5.37 (1.76)
MSY 2.32 (1.53) 1.92 (1.63) 2.50 (1.52) 2.91 (1.41) 2.77 (1.44)
PUY 1.29 (1.86) 1.07 (1.69) 1.59 (1.66) 1.39 (1.49) 1.23 (1.65)
VAV 1.19 (1.93) 2.16 (1.92) 1.52 (1.79) 0.86 (1.51) 1.06 (1.50)

enabling the accumulation and transport of pollutants from the
urbanized coastline to Montseny during summer. The combined
effects of rare precipitation, as well as intense agriculture and
wild re events during the warm season, explain the seasonality of
Sap at Finokalia. The seasonal pattern was completely different at
the Puy de D6me mountain station, where S5, peaked in spring
with gradually lower values in summer and autumn, and a mini-
mum in winter. In winter, the Puy de D  6me site is frequently above
the PBL, being affected by clean tropospheric air masses. In spring,
vertical mixing becomes ef cient enough such that the PBL reaches
the site, while the wood combustion emissions from domestic
heating are still high. The latter fades away in summer, thus
explaining the spring maximum ( Venzac et al., 2009).

3.2. Spatial variability of the MAC

The overall geometric mean MAC value observed at the 9

s December 2011.

European background sites included in the present study was
10.0 m? g 1 at 637 nm ( Fig. 3c). The geometric SD (1.33) of annual
geometric mean MAC values at individual stations corresponds to
the range from 7.5t0 13.3m 2g ! (blue shading in Fig. 3c), while the
minimal and maximal observed annual geometric mean values
were 6.5m?2g Yand 17.3m?g ! (Table 9). The differences between
the sites (Table 9) are small in consideration of the experimental
uncertainties, which are listed in  Table 6 and indicated by the error
bars in Fig. 3c.

The results from all stations but Puy de D 6me and Vavihill are in
agreement with the overall mean of 10.0 m 2 g 1 and within the
experimental uncertainty, which can thus be considered to be a
representative MAC value of BC at 637 nm with respect to EC mass.
It is important to emphasize that systematically higher MAC values
would be obtained when using NIOSH-like protocols as a basis for
the EC mass measurement instead of EUSAAR-2 (b ~40%;
Piazzalunga et al., 2011; Maenhaut and Claeys, 2012; see Table 6),
whereas a ~15% difference compared to EUSAAR-2 can be expected
when using the IMPROVE-A protocol ( Karanasiou et al., 2015).
Another potential source of systematic errors in the MAC value,
which is not included in the error bars of  Fig. 3, are interferences in
the light absorption measurement from e.qg. light-absorbing organic
matter. In Table 6, we provide an estimate of the maximum possible
systematic bias, obtained by choosing the wavelength dependence
of the light absorption coef cient of an ambient aerosol dominated
by wood combustion emissions ( Sandradewi et al., 2008 ) as a worst
case scenario (see also Section2.3.4). No interference is expected
for the aethalometer based measurements, as the actual mea-
surement is done at 880 nm, where interference is negligible, and
extrapolated to 637 nm using an AAE of unity, which is in the range
of literature values reported for pure BC particles. For the sites
operating a MAAP or PSAP-ITM, which measure at 637 or 525 nm,
respectively, the interference can potentially cause a systematic
bias of up to around p 10% orp 30% in the observed MAC of BC. The
smallest MAC values were observed at the three Scandinavian sites.
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However, the difference from the grand average is within uncer-
tainty, as pointed out above. Likewise, the higher MAC values
observed at Harwell are not signi cantly different due to the
additional uncertainties associated with using an aethalometer as
well as adjusting EC mass values based on a NIOSH-like protocol to
EUSAAR-2 equivalent values. Finokalia is a peculiar case, due to
very frequent and strong dustin  uence, which might contribute to
light absorption causing a positive bias. Otherwise, misinterpreta-
tion of carbon from carbonates as EC in the thermal-optical analysis
would cause a negative bias, due to mgc overestimation. Although
the latter might be negligible for ne particulate matter ( Querol
et al.,, 2004), it might become severe in case of predominant
coarse PM fraction as in the case of dust events ( Karanasiou et al.,
2015). The MAC values observed during strong dust events were
extremely low, which provides clear evidence of negative dust
interference. A comparison of days with substantial dust in uence
(97 days in 2010) with dust-free days in 2010 indicates that the
annual geometric mean MAC may have a low bias of ~15% due to
dust interference. Accounting for this would move the MAC
observed at Finokalia further away from the 10.0 m 2 g ! grand
average, however, it would still not differ beyond uncertainty. The
MAC values observed at the Puy de D&me station seem signi cantly
higher than the grand average. Part of this may be explained by
more aged BC particles with thicker coatings at this mountain site.
However, there is some evidence that the low aerosol loadings
frequently encountered at the Puy de D 6me station may have
caused a low bias in the EC mass measurements and thus a high
bias in the MAC values, which is not accounted for in our uncer-
tainty analysis. Indeed, previous studies at the high-alpine site
Jungfraujoch, Switzerland, reported values close to 10.0 m 2 g !
(Cozic et al., 2008; Liu et al., 2010).

Generally, the literature values for the MAC of BC listed in
Table 1 are in the same ballpark as our grand average, though with
considerably more variability than the spatial variability observed
in our study. Genberg et al. (2013) also presented MAC values for
the Melpitz, Aspreveten, Birkenes and Vavihill stations, which are
also included in our study. Their MAC value reported for Melpitz is
substantially lower than ours, which can be explained by the fact
that they directly used the VDI-based EC mass concentrations,
whereas we adjusted them to EUSAAR-2 equivalent values with the
correction factors provided in Figure S1 and in Table 3. The MAC
values reported by Genberg et al. (2013) for the Scandinavian sites
are substantially higher than our results, which can be explained by
the fact that we adjusted the PSAP-ITM based absorption coef cient
measurements to MAAP equivalent values using the correction
factors listed in Table 3.

In summary, the extensive intercomparison and harmonization
efforts within the ACTRIS network made it possible to achieve a
homogeneous long-term data-set from many background sites
across Europe, which reveals only limited spatial variability of the
mean MAC values. We recommend a MAC value of 10.0 m 2 g Lat
637 nm as best-estimate value for Europe, whenevera xed MAC of
BC is required for conversion of EUSAAR-2 based (or equivalent) EC
mass concentrations to corresponding absorption coef cients, e.g.
in model simulations, or for conversion from measured absorption
coef cients to equivalent black carbon (eBC) mass concentrations.
Potential systematic dependence of the MAC on the aerosol mixing
state will be addressed in Section 3.4.

3.3. Temporal variability and seasonal cycles of the MAC

In the previous section, we showed that the annual MAC-values
exhibit little spatial variability across Europe. Here we investigate
the temporal variability and seasonal patterns ( Fig. 5 and Table 7).
The trimmed geometric standard deviation of all observed MAC

values was not exceeding 1.34 for the three sites Aspvreten, Bir-
kenes and Ispra. Such small variability is rather surprising, given
the fact that a substantial fraction of it can be attributed to the
random noise of single EC measurements, which have a repeat-
ability that is hardly better than around  +10e 20% (Cavalli et al.,
2016). Thus, the true MAC value likely has little temporal vari-
ability at these sites, which also is consistent with little seasonal
variability; i.e. within the uncertainty. The observed MAC at Vavi-
hill, the third Scandinavian background site, appeared much more
variable in time. However, this is most likely an artefact from an
uncommonly poor signal-to-noise ratio in the absorption coef -
cient measurements (see also Sect. 3.1). In combination with poor
counting statistics, it would be purely speculative to interpret the
apparent seasonal pattern observed for this site in Fig. 5. The
temporal variability observed at the Montseny site was in the
medium range (geom. SD % 1.65) but without any signi  cant sea-
sonal pattern. Melpitz exhibited surprisingly small temporal vari-
ability, given the fact that the EC mass measurements were made
with the VDI thermal protocol and adjusted to EUSAAR-2 equiva-
lent EC mass values (see Section2.3.1). The higher MAC observed in
autumn is not signi cant, because the adjustment is tainted with
considerable uncertainty and potential systematic seasonal bias
(Figure S1 and Table 6). A mid-range temporal variability and
higher values in autumn were observed at the Finokalia site.
However, this may simply re ect differences between weak and
strong dust interferences that affect the MAC values at this site
(Section 3.2). The MAC values observed at the Harwell and Puy de
DOme site exhibited much higher temporal variability and apparent
seasonal patterns. However, this is not statistically signi  cant due
to the relatively small number of samples and increased instru-
mental variability associated with using a different thermal-optical
protocol (Harwell) and possible issues with very low aerosol con-
centrations (Puy de D 6me), respectively. In summary, the temporal
variability of the observed MAC values was rather small, indicating

a good repeatability of the measurements, whereas no statistically
signi cant seasonal pattern could be observed for any of the sites.

3.4. Dependence of the MAC on BC mixing state

Formation of a light-scattering coating around a BC core leads to
enhanced light absorption, often referred to as the lensing effect.
This is theoretically expected (e.g. Fuller et al., 1999; Nessler et al.,
2005; Bond and Bergstrom, 2006; Lack and Cappa, 2010) and has
later been observed in laboratory and  eld experiments ( Schwarz
et al., 2008a; Lack et al., 2009; Shiraiwa et al., 2010). Here we
investigate whether evidence for light absorption enhancement by
a light-scattering coating around the BC core is observed. The
available datasets do not allow quantifying the mixing state and
coating thickness of BC-containing particles. Therefore, we use the
mass ratio of non-absorbing matter (NAM) to EC as a proxy for the
thickness of coatings around the BC cores. Some correlation be-
tween this proxy and the average coatings of the BC-containing
particles can be expected for the following reasons: A substantial
fraction of BC is typically externally mixed close to major sources of
BC (e.g.Laborde et al., 2013; Swietlicki et al., 2008 ), where BC mass
fractions in the aerosol are relatively high ( Hueglin et al., 2005 ) and
thus NAM to EC relatively low. Additionally the formation of sec-
ondary NAM from gas phase precursors during the transport of air
masses away from major BC sources results in coating acquisition
by BC particles through condensation (e.g. Engelhart et al., 2012;
Dahlkotter et al., 2014 ) and an increase of the NAM to EC mass ratio.

The NAM to EC mass ratio was calculated with the EC mass
concentrations from the thermal-optical analyses and we de ned
NAM as the sum of particulate organic matter, nitrate and non-sea-
salt sulfate (nss-sulfate). The components included in NAM
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typically account for a major fraction of the submicron particulate
matter and they are mainly of secondary origin, thus supporting the
use of the NAM to EC ratio as a proxy for BC coating thickness (sea
salt sulfate is not included in NAM as it is expected to be externally
mixed to a large extent). The mass concentration of organic matter
was inferred by multiplying the OC mass concentration obtained
from the thermal-optical measurements with a factorof 1.6 ( Turpin
et al., 2000; Pio et al., 2007). Inorganic ions were measured by ion
chromatography of water extracts from quartz Iter samples. nss-
sulfate is calculated as the difference between total measured sul-
fate mass and estimated sea salt sulfate mass, where the sea salt
sulfate mass is set equal to one quarter of the total measured so-
dium mass (Pio et al., 2007). This approach might suffer from some
bias due to the contribution of mineral dust to the sodium mass
(Alastuey et al., 2016).

The chemical composition data required to calculate NAM as
de ned above are only available for the ve stations Birkenes,
Harwell, Ispra, Melpitz and Montseny and only for 2010. More
details on the data availability are given in the supplementary
material ( Table S2). Annual geometric mean mass concentrations of
EC as well as nss-sulfate, nitrate and organic matter are listed in
Table 10, while mass fractions of these components with respect to
the sum of EC plus NAM are shown in Fig. 6a. Except for the Harwell
site, organic matter constitutes the largest fraction with 48%
EC is always a minor component (2 e 11%). Nitrate and nss-sulfate
are also minor components at most sites. At Harwell, nitrate
(44%) and nss-sulfate (29%) are the major components of the NAM,
while organic matter represents 25%.

The observed dependence of the MAC on the BC coating thick-
ness proxy is shown in Fig. 6b. The result for the Birkenes site (blue
line with markers), where no dependence of the MAC on the
coating thickness proxy is observed, is an unexplained exception.
For the other 4 sites, a clear trend of increasing MAC of BC with
increasing value of the coating thickness proxy is observed from
MAC values between 5.7 and 9.0 m 2 g ! at NAM/EC < 10 to values
between 9.0 and 15.7 m? g * at NAM/EC between 30 and 40. The
grey shading in Fig. 6b frames the approximate range of physically
reasonable MAC values, which was obtained as follows. Concentric-
spheres core-shell morphology was assumed for the BC core and
the coating such that Mie theory could be applied. Three different
BC core diameters of 100, 150 and 200 nm were used, which covers
the typical range where BC mass size distributions peak when
expressed as a function of BC core mass equivalent diameter
(Schwarz et al., 2008b; Laborde et al., 2013). The index of refraction
of the BC core was assumed to be 1.88 b 0.8i (Liu etal., 2015), which
was already used during a European study and is in the range of
expected values according to Bond and Bergstrom (2006) . Three

Table 9

Trimmed geometric mean and geometric standard deviation (in brackets) of mass

absorption cross-section (MAC ®%7) for all nine stations. Data are averaged over 24 h

at all sites, except for the Scandinavian sites where single lter samples were

collected over 3e7 days. Data points below/above the 5th/95th percentile were
Itered before statistical analysis.

Mass absorption cross-section (MAC %37) [m2? g ] @ 637 nm

Site Annual Winter Spring Summer Autumn

APT 8.51 (1.26) 8.38 (1.22) 9.10 (1.27) 8.41 (1.24) 8.17 (1.30)
BIR 7.86 (1.34) 8.09(1.33) 7.59(1.30) 8.12(1.27) 7.71(1.43)
FKL 12.4(1.56) 15.1(1.75) 11.1(1.47) 10.9 (1.55) 15.1 (1.45)
HRL 13.5(1.82) 8.87 (1.84) 14.9 (1.75) 15.9 (1.71) 15.1 (1.56)
IPR 9.61 (1.34) 9.31 (1.35) 9.03 (1.30) 10.9 (1.35) 9.34 (1.30)
MEL  9.23(1.45) 8.22(1.47) 874(147) 9.5(1.38) 11.3 (1.36)
MSY 8.92 (1.65) 8.29 (1.82) 8.97 (1.64) 9.73 (1.55) 8.73 (1.57)
PUY 17.3 (1.71) 13.4 (1.62) 16.5 (1.70) 19.9 (1.68) 19.8 (1.73)
VAV  6.47(1.81) 7.04(1.87) 7.23(1.61) 4.85(1.71)  4.20 (2.39)

e 61%.

different indices of refraction (1.45 p 0i, 1.50p Oi and 1.55 p 0i), which
represent typical values of organic and inorganic species present in
atmospheric aerosols, were used for the coating (e. g. Hess et al.,
1998; Bond et al., 2006; Dinar et al., 2008; Moffet and Prather,
2009). The core-shell diameter ratio was either set to unity to
obtain the minimal possible MAC of bare BC cores, or set to
values > 10 to obtain the maximal possible MAC in the range where
the lensing effect is fully saturated, i.e. where a further coating
thickness increase does not change the MAC any further (e.g.
Nessler et al., 2005). The minimal and maximal MAC for a given set
of parameters were calculated with all possible combinations of BC
core diameter and coating index of refraction, and the average of it
was chosen as approximation for the minimum (6.0 m 2 g ') and
maximum (14.5 m 2 g 1) possible MAC values at a wavelength of
637 nm. These estimates of the upper and lower limits for possible
MAC values are consistent with previous literature on theoretically
calculated MAC values. Most observations in Fig. 6b fall into the
physical boundaries, except for very high NAM to EC ratios. How-
ever, the latter data points are likely biased high due to a substantial
and asymmetric contribution from outliers in the EC mass con-
centration and/or absorption coef cient data. The results shown in
Fig. 6b provide evidence that the lensing effect results in increased
MAC values, as theoretically expected, and that variability of the
average coating thickness of BC explains part of the temporal
variability of the MAC values. However, the actual magnitude of the
lensing effect could be smaller than implied by  Fig. 6b, as it cannot
be excluded that experimental artefacts cause part of the correla-
tion between MAC and NAM/EC. Nevertheless, the tlinein Fig. 6b,
i.e. MAGgz7nm [m? g 11 %013 m2g 1 (NAM/EC)p 7.25 m2 g 1,
could serve as a basis for model-based sensitivity analyses to assess
the potential importance of the lensing effect on the radiative
forcing through light-absorption by BC. The axis intercept of the t
line, i.e. 7.25 m? g %, represents the approximate MAC of externally
mixed BC at a wavelength of 637 nm. This is a rather uncertain
extrapolation of our data set. Nonetheless, it is in agreement with
MAC values previously reported for urban aerosols (e.g.
Hitzenberger et al., 2006 ).

The EC mass concentration appears as the denominator in the
equation to calculate both the MAC value and the NAM to EC ratio.
Therefore, random noise in the EC mass measurement does also
cause a positive correlation between MAC and NAM/EC. This effect,
assessed and discussed in the supplementary material, caused most
likely only a minor fraction of the observed dependence of the MAC
on NAM/EC.

Imperfect correction for multiple scattering within the Iter
matrix of the absorption instruments may potentially cause an
apparent lensing effect as multiple scattering could be increased by
deposition of light-scattering particulate matter. This applies
particularly to the Harwell data, where an aethalometer was
applied, whereas it is unlikely to cause an apparent absorption
enhancement by a factor of ~2 for the Melpitz, Ispra and Montseny
sites, where a MAAP was used (though Melpitz has considerably
larger uncertainty in EC mass measurements, due to the seasonality
of the harmonization factor). We do not know whether the
exceptional behavior of MAC versus NAM to EC mass ratio observed
for the Birkenes data, where the absorption was measured with a
PSAP-ITM instrument, re ects a true difference in aerosol
properties.

Interference from light-absorbing organic particulate matter
would also cause an apparent lensing effect, however the estimated
contribution to the total aerosol light absorption at wavelength
larger than 637 nm has been shown to be less than 10% ( Lack et al.,
2012; Feng et al., 2013; Liu et al., 2015). Accordingly, only a minor
fraction of the MAC increase seen in the bottom panel of Fig. 6b can
potentially be caused by such interference.
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Fig. 5. Frequency distribution of mass absorption cross-section (MAC) of black carbon for the whole multi-annual measurement period (grey surface) and cor responding geometric
mean MAC (black sticks). Seasonal data are shown as colored lines and sticks. Lognormal  tting of MAC values is shown as black dashed curves.

So far we have argued that a substantial part of the observed effect rather than just measurement artefacts and that it is
MAC enhancement through the internal mixing of BC with light- essentially consistent with theoretical expectations. Several pre-
scattering particulate matter is likely re  ecting a true lensing vious experimental investigations of the lensing effect using
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Table 10

Mass concentration of carbonaceous (OM and EC) and inorganic (non-sea salt sulfate
and nitrate) particulate matter. Annual geometric mean with geometric SD in pa-
rentheses for 2010.

Mass concentration: geometric mean (geometric SD) [ ngm 3]

EC OM nss-sulfate Nitrate
BIR 0.10 (1.71) 1.18 (1.66) 0.15 (2.68) 0.55 (2.27)
HRL 0.30 (2.34) 3.16 (1.71) 1.05 (2.39) 5.49 (12.0)
IPR 1.03 (2.35) 5.84 (3.12) 0.52 (3.43) 1.20 (6.74)
MEL 0.52 (2.54) 4.62 (2.02) 0.65 (2.36) 3.15 (4.97)
MSY 0.20 (1.88) 2.59 (1.52) 0.31 (2.79) 0.83 (2.19)

laboratory-generated and ambient aerosols also reported a sub-
stantial increase of light absorption by BC caused by coating
acquisition, with maximal enhancement factors reaching up to ~2
(Schnaiter et al., 2005; Knox et al., 2009; Shiraiwa et al., 2010 ). By
contrast, other studies on ambient aerosols report enhancement by
as little as ~7% (Cappa et al., 2012; Lan et al., 2013). Our study
provides another piece of evidence that the lensing effect can cause
substantial MAC enhancement for internally mixed atmospheric
BC patrticles.

4. Conclusions

In this study, we have presented the spatial and seasonal vari-
ability of the light absorption coef  cient, the EC mass concentration
and the corresponding BC mass absorption cross section (MAC)
from long-term measurements at 9 rural background sites of the
ACTRIS research infrastructure network across Europe. Homoge-
neity of data-sets was ensured by harmonization of all involved
methods and instruments during extensive intercomparison exer-
cises at the European Center for Aerosol Calibration.

The observed MAC values do not have distinct seasonal patterns
at individual sites and annual values were equal within uncertainty
across almost all locations. The geometric mean of the annual
geometric means from each site is 10.0 m 2 g 1 (geometric SD ¥%1.33
resulting in arange of 7.5 € 13.3 m? g 1) at a wavelength of 637 nm.
Consequently, we recommend this MAC value of BC, which is valid
for EC mass de ned through the EUSAAR-2 thermal-optical pro-
tocol, as best-estimate value for European background sites. How-
ever, absolute uncertainties of the reported MAC values remain as
high as + 30e 70% due to the lack of appropriate reference methods.
For example applying different thermal-optical protocols would
potentially result in systematically different MAC values. This

a) ® Elemental carbon Organic matter ~ ® nss-sulfate = Nitrate
BIRKENES (BIR) HARWELL (HRL) ISPRA (IPR) MELPITZ (MEL) MONTSENY (MSY)
1% 11% 5% 285 %

]

44%
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Mass absorption cross-section
MAC [m° g '] @ 637 nm
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Fig. 6. a) Annual mean mass fractions of major aerosol components (organic matter, sulfate, nitrate and elemental carbon) used as input for the BC mixing stat e proxy. b)
Dependence of the MAC on the proxy for the coating thickness, de  ned as the mass ratio of non-absorbing matter (NAM) to elemental carbon (EC). Individual data points were
grouped into bins with different NAM to EC mass ratios. The circular markers show the mean MAC value and the mean NAM to EC mass ratio of all data points fal ling into the
corresponding bin. Averages based on 5 e 10 data points only are drawn as empty triangles instead of circles. Error bars represent the standard error of the mean value. The grey
shading frames the approximate range of physically reasonable MAC values calculated using Mie theory. Experimental results outside this range are | ikely biased due to a substantial
and asymmetric contribution from outliers in the EC mass concentration and/or absorption coef cient data.
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comprehensive data-set also provides evidence that the lensing
effect likely causes part of the observed variability of the MAC
value, i.e. that internal mixing of BC with other aerosol components
enhances the light absorption by BC.

The observed absorption coef cients and EC mass concentra-
tions exhibit distinct seasonal patterns. These patterns are almost
equal for the absorption coef cient and EC at a given site, while
they differ substantially between different locations. The former is
a direct consequence of the fact that the MAC value exhibits only
limited temporal variability without signi cant seasonal patterns.
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